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Abbreviations and Acronyms
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BEV

CA

CAAP

CAMX

CEC

DAC

DCFC
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EUI

EVI

EVSE

FY

HVAC

PV

NG

SCE

SCG

ZEV

Battery energy storage system
Battery electric vehicle

California

Climate Action and Adaptation Plan
California/Mexico

California Energy Commission
Disadvantaged community

Direct current fast charging
Distributed energy resource
Energyuse intensity
Electricvehicleinfrastructure
Electricvehiclesupply equipment
Fiscal year

Heating, ventilation, ad air conditioning
Photovoltaic

Natural gas

Southern California Edison

SoCal Gas

Zeroemission vehicles
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ExecutiveSummary

To help the City of Irvine prepare their Climate Action and Adaptation Plan (CAAP), The Qenter f
Sustainable Energy (CSE) performed a study8dZiBrowned properties to identify opportunities to
improve energy efficiency ardktermine optimakizing of Distributed Energy Resources (DEHS}s are
small scaleslectricity supply or demand resoursethat are interconnected to the electric grid. Common
DERs include Solar Photovoltaim@wn as solar panéls Battery Energy Storage Systems (BESS),
Combined Heat and Power (CHP), Diesehtural gas gnerators, wind turbines and microturbines. Even
electric vehicles caoperate as DERs Bypplyng power back to the gridVlany of these technologies are

not suitable solutions for theCity, beingout of

place in an urban area (wind turbifesr being

suited only to niche applications (microturbines;. According to the City of Irvine

Others (traditional generators) only provide Strategic Energy Plan, buildings

backup power and consume fossil fuels. For these
. ) represent the largest component
reasons, his DER Implementation Plaiocuses . ~ o P 3 .
2F O0KS OAlueQa SY

solelyon solarPV, energy storage, and CHP. o
and GHG emissions.

This report benchmagkthe CityQa OdzNNB, & _, ¢ ... <

consumption andprovides recommendations for

energy efficiencymprovementsand DERnvestmens to reduce the carbon footprint o€ity buildings

The analysis was based on existing energy useatatalso leverages thmutcome of the ZerdEmission
Vehicles (ZEV) Transition Plan to explore the impact of future fleet electrification and electric vehicle
AY F NI ai NUzO G ddeficityise App&n8ix Aravidles @idtailed, buildingevelanalysis ol the
City-owned building, including ssummary of existing contitbns, a desktop energy efficiency analysis,
andrecommendations fosolar and energy storage sizifglditionally, this report includes a Community
Analysis that explogthe potential for DER implementatidieyond theCity-owned building stock

It is important to note that the broader CAAP will establish detailedlg for greenhouse gas (GHG)
emission reduction€ity-wide in the nearmid, and longterm. At the time of this reporthe development

of the CAAP goals in progressin the absence of these broader CAAP gdalis, report connects its
recommendationsto the goals outlinedin the Irvine Strategic Energy Plan and the Irvine Achieves
Resolutionln summary, CSE recommends the following next steps.

1 Following the California loading ordéige Cityshould start by making energy efficiency upgrades
in the Cityowned facilities. The analysis included a reviewveédlve historical energy audits
completed onCityfacilities within the last ten yearbut mostwere older than 5 years. Thgity
should plan for repeated audits every five years, prioritizing Highest energy consuming
buildings.

1 City buildings with high natural gas usage are prime candidates for a CHP syStendentified
three City-owned buildings that methese criteria and of these three facilities, one yielded a
favorable outcome for OPl TheCityshould consider implementing a CHP system at the William

City of Irvine DER Implementation Ple 6



Woollett Aquatics CenterNatural Gas (NG) hasghier GHG density thaelectricity, therefore
measures to optimize NG usage should be prioritized.

1 As theCitypursues investments in renewable energy and energy storage, they should prioritize
the buildings with the most positive payback period dffisetting 100% oélectricityusewith a
combination of solar and battery storage | OO2 NRA y 3 -lavel DER afalysis, tbedzA £ RA y 3
following facilities demonstrated the most positive payback periods

o Deerfield Community Center
o0 Great Park Tennis Suppé-acilityH
o Heritage Park Community Center
o Irvine Child Resource Center
1 The following sites feature a cluster of City buildings in close proximity to one another. These sites
should each be treated as units and pursue DERs a&khaggregate or microgrid model.
o Great Park
0 Heritage Park
o Civic Center and ICDC
o OSF and Animal Care

1 The Strategic Energy Plan makes a recommendation to pilot-ateatric retrofit at one of the
smaller community centers. This would entail replacing the natural gas appliances such as space
heating, cooking equipment and domestic water heatwith electric alternatives. CSE
recommend University Community Center. Due to its small size but comparatively large
amount of natural gas usage, it may be the most impactful option for an electrification pilot.

1 Electrificationof the Cityfleet over the next decadeequires new electric vehicle infrastructure
at Civic CentelQSF and community park locations where fleet vehiclestatéoned This
added load will require new service at these locations and will increase ecests/

Investments in solar and storage at these locations can help offset the increase in energy
consumption.

1 Usingpublicly availabldbenchmarking data, CSE identified the top 10 energy consuming
facilities in theCityof Irvine beyond the municipal bdihgs. TheCityshould engage with the
owners of these properties tencourage energy efficiency measures and DER investments.

All items listed above are discussed in greater detail throughaaiteport.
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|. Data Collection

TheCityprovided CSE with thellowing information to perform desktop studies Gityfacilities:

=A =4 =4 =4

T
)l

Building utility accounts and billing information from Southern California Edison (SCE)
Gas consumption data from SoCal Gas (SCG)

Buildingsquare footage inventory

Summary of existinPERSs such as sofarotovoltaics(PVs) battery energy storage, and
gas generators

Twelve listoricalenergyaudits (completed within the last 10 years

Electricalnterval data forall 38 facilities

Separate from this reportCSE developeal detailed ZereEmission VehicsgZEV) Transition plan using
fleet data onthe City-owned vehiclesThe final version of this plan was submitted to Bityin early
May 2022, and lhe results of this plan were used analyze the energy consumption impacts from the
transition to Zero Emission Vehicles.

Due to the impacts of COVI in the year 2020, energy profiles from 2019 were used whenever
possible to benchmark a more typical load praofile

City of Irvine DER Implementation Ple
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ll. ExistingCity Enegy Usage

This section provides highlevel overview of energy consumptiamthe Cityat a municipal levelThe
analysis begins with a broadimmary of energy use and then narrows down into consumption by
energy type. This section also identifies the @pergy consuming and GHG emittiGgy-owned
buildings

Energy Use

Irvine relies on three types of energy to pow@ity-owned
buildings and its vehicular flediroken down intathe Ga;g!/ine,
following categories: °

9 Electricity- The amount oklectricityconsumed by
38 buildings. Due to proximity, several buildings
share electrical servic&lectricitywas therefore split
between 30 utility accounts

1 Natural Gas There were 22 points of service for
natural gas, serving 23 buildings

1 Gasoline- Consumption by 52€ity-owned vehicles.
Note that gasoline consumption was unknown for Natural
approximately half o€ity-owned vehicles. The Gas, 31%
average of known vehicle consumption was used to
approximate these vehicle3he potential for Figurel. City Energy Use by Type
electrification of theCityfleet is explored in greater
detail inthe ZEV Transition Plan.

Tablel. Irvine MunicipalEnergy ConsumptiofAnnual)

; % Of Cit

Electricity 11,292,855 kWh 38,032,735 40%
Natural Gas 294,321  Therms 29,432,100 31%
Gasoline 237,315  Gallons 27,549,889 29%
Total Energy 95,513,210

Each category represented about one third@fy-wide municipal governmengénergy consumption,
with electricityconsuming the most, at 40%he top energsconsumingCity-ownedbuildings were the
two AquaticsCenters, the Civic Center, Lakeview Senior Center, and the Great Park Administrative
buildings. The top two, William Woollett and the Civic Center, represent ovethorteof City-owned
buildingenergy usageWhen compared to community energy use, the naipal buildings accounted for
0.6% of energy consumed in the City of Irvine.
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Table2. City-Owned Buildings with the Highegtnnual EnergyConsumption

ElectCity Energy consumed % Of City
William Woollett Aquatics 1,212,846 151,336 19,271,830 20%
2  Civic Center 3,274,178 31,854 14,356,895 16%
3 Northwood Aquatics Center 185,148 59,100 6,541,724 7%
4  Lakeview Senior Center 679,667 11,848 3,503,823 4%
5 Great Park Admin and Misc 917,815 0 3,131,584 3%

For further analysis, buildings were broken out into the following Categories:

1 Civic Center
T Community Centers
o0 Cypress
Deerfield
Harvard
Heritage Park
Lakeview
Las Lomas
Los Olivos
Northwood Community Center
Portola
Quail Hill
Sweet Shade
Turtle Rock
University
o Woodbury
1 Aquatic Centers
o Northwoods Aquatics
0  William Woollett

O O OO O OO0 oo oo o

1 Great Park
i Other

0 Animal Care Center
Irvine Chill Resource Center
Irvine Fine Arts
Irvine Child Development Centel
Operation Support Facilities
Ranclo Senior Center
Trabuco Center

O O O O O O
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ElectricityConsumption Other,

Representing 40% dfvine municipal Aquatic

energy use, th€ity-owned buildings Centers,

collectively consume 103GWh of 12%

electricityannually The Civi€enter was

by far the largestlectricityconsumer,

accounting for roughly one third @ity

electricityconsumption The Great Park, if Great Community
treated as a unit, was the second largest Park, 22% Centers, 23%

consumer, acounting for 22% of

municipalelectricityconsumption Figure2. Electricity Consumption by Ci#@®wned Building

Table3. CityOwned BuildinglectricityConsumptionby Facility Typ€Annual)

# Of Electricity % Of City
Buﬂdmgs Consumption ElectricityUse

Civic Center 3,274,178 31%
Community Centers 14 2,616,695 23%
Great Park 14 2,507,846 22%
Aquatic Centers 2 1,320,914 12%
Other 7 1,317,156 12%
Total 38 11,036,789 100%

The Civic Center, William Woollett, Great Park Admin, and Lakeview, all featured in the Top 5 Energy
consuming siteshown in

Table2, were also among the TopelectricityconsumersThe fifth building, theéDSkEhas very low
natural gas consumptiorand sowas leftout of the Top 5 Energy consuming sites

Table4. TopElectricityConsumingCity-OwnedBuildings(Annual)

. . . Electricity | % Of City
I OA T A Y
- CHOATAUE DENS (kwh) | Electricity

1 Civic Center 3,274,178 2%
2 William Woollett Aquatics 1,212,846 11%
3 Great Park Admin and Misc 917,815 8%
4 Lakeview Senior Center 679,667 6%
5 Operations Support Facilities 553,661 5%

City of Irvine DER Implementation Ple 11



Natural Gas Consumption

Natural GagNG)is primarily used for heating,
both for water heating and foneating,
ventilation, and air conditioningVAGQuse.
Sinceelectricitycan also be used for heating,
not every Irvine facility has natural gas service
There are a total 023 buildingsvith NG service

Other
9%

Community
Centers
7%
Great
Park

0,
and 22SCG&ccounts due tothe two soccer 2%

stadiums athe Great Parkhat share gas
service Additionally, he Cityvehicle fleet also
includes 52 renewable natural gas (RNG)
vehicles.

Aquatic
Centers
71%

Since NG has a higher GHG density than

electricity, efficiency measures that reduce

natural gas consumption eneasures taonvert natural gas equipment to electric (eledtridftion) can
be effectivemeasures to reduceverallGHG emissionsf the City-owned buildingsThs is highlighted in
the CityQ aratgit Energy Plamhichproposes a pilot project téully electrify an existin@itybuilding
that currently relies on some amount of NG

Table 5. CityOwned Building Natural Gas Consumption by Facility Type (Annual)

Facility Name # OfBundlngs Natural Gas (Therms) % Of City Gas Use

Aquatic Centers 210,436 71%
Civic Center 1 31,854 11%
Other 6 26,340 9%
Community Centers 11 19,242 7%
Great Park 3 6,449 2%
Total 23 294,321 100%

The two aquatic centers account for over 709 NGusage, with William Woollett alone consuming
51% of theCityQ MG The high NG consumption of the William Woollett aquatic center used for pool
heating makes it an ideal candidate for a combined lzet power (CHRystem.See theCombined
Heat and Powesection of this reporfor more details

Table5. Top Natural Gas Conming BuildinggAnnual)

Natural Gas| % Of Clty
Facility Name
(Therms)

William Woollett Aquatics 151,336 51%
2 Northwood Aquatics Center 59,100 20%

City of Irvine DER Implementation Ple
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3 Civic Center 31,854 11%

4 Animal Care Center 13,298 5%
5 LakeviewSenior Center 11,848 4%
GHG Emissions Gasoline

This section breaks down the greenhouse gas (GH 40%
emissions caused by tt@ityQ a Sy S Rigui 4 dz
shows the allocation aEitymunicipal GHG ensgons
by energy type.

Note: This is provided as reference only and is not
intended to eplace other GHG inventories that have
been performed for the City of Irvine. This was
performed using 2019 data. Methodology is

. . Natural Gas
described below and may be different than those 24%

used for other GHG analyses.

Figure4. GHG Emissions by Energy Type
According to the U.S. Energy Information

Administration (EIA), natural gas emits 116.65Ibs of @®Million British Thermal Units (MMB#u)This
equates to 11.665lbs of GPer Therm.Fueleconomy.gov reportshat burning a gallon of gasok
emits 8,887 grams of GOTl'hey further recommend that a factor of 1.25x be added to that figure to
account for the emissions related to drilling, refining, and transporting gasfairee total of24.5Ibs of
CQ per allon.

Assembly bill 117 (passed in 2002) allows communiti@sdganizeand decide for themselves their
electricity supplier and source of generatidrhese organizations are known@smmunity Choice
Aggregée (CCA) or Community Choice Energy (CCE) providgr€alifornia policy ooisumersare
automatically optedn to the local CCHheinvestorowned utility (OU) still maintains thepower grid,
but the CCE negotiates and purchatesenergyusedfrom their choice of generatorgevenue from
energy procurement can be reinvested back into neable energy development, ather community
projects.

The Orange County Power AuthorfCPAj)s a CCHRvailable to the City of Irvinéts commercial
businessesandits residents. Starting in Ap2022, OCPA began offeriagdl00% Renewable Chojce
100% of energy purchased comes from renewable soufoethose whohaveopted-in to the plan).
According to the City, all municipal fétd#ls have been opted into this plan.

1 https://www.eia.gov/tools/fags/faq.php?id=73&t=11
2 hitps://www.fueleconomy.gov/feg/label/calculationsmformation.shtml
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While the OCP&anpurchase energy from more renewable sourcetectricity makes no distinction

between who purchased it and where it is deliverédk dza = S @Sy GKAt S Spanspad t SR Ay
facility will still draw power from the larggrower grid.The OCPA is purely a financial arrangement

providing funding for existing generators aedcouraging the development of futurenewablesThisis

also tue for customers of the IOU, Southern California EdiBonths reason, the fuel miaf the larger

power gridwas used for th@urposes of this GHG inventory

Irvine draws power from the California/Mexico (CAMMbregion of the Western Inteotinect.As of
this writing, he CAMX fuel mix results in 453lbs of2Zp@r MWH. While this is about half the national
average, it is still made up of 47% fossil fuels. Wind solar account for 22% of generation.

Table6. City Greenhouse Gas EmissidAsinual)

GHG % Of City .
: - % of City
Value Unit GHG Factor EmBssions GHG e
(Ibs) Emissions &

Electricity 11,292,855 kWh 0.453Ibs/kWh 5,115,663 36% 40%
NG 294,321 Therm 11.665lbs/therm 3,433,254 24% 31%
Gasoline 237,315 Gallon 24.5lbs/gallon 5,814,216 40% 29%
Total 14,363,133

Buildings accounted for 60% ofunicipalGHG
emissionsand he largest portion came from Other, 11%
the two AquaticCenters.As mentioned earlier,

these two facilitiesaccount formostof the NG
emissionsanddue to the higher GHG density o

natural gasthese buildingsreatehigher
emissionsDespite only accounting for 2766

Cityenergy use, they account for 36% of GHG égr‘]‘taetrig
emissionsTwo buildings, William Woollett 36% ’
Aquatics and the Civic Center accounted for 5(

of all City-ownedbuilding GHG emissions.

Community
Centers, 16%
Great Park, 14%

Figureb. City Municipal GHG Emissions bycHity Type

3 https://www.epa.gov/egrid/powerprofiler#/CAMX
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Table7. City-Owned BuildingGHGEmissiondy Facility TypdAnnual)

[ | #of Bundlngs GHG Emissions (lbs CO| % Of GHG Emissiong

Civic Center 1,970,777
Community Centers 14 1,409,821
Great Park 14 1,211,282
Aquatic Centers 2 3,053,110
Other 7 903,928

Total 8,548,918

ga b~ W N

23%
16%
14%
36%
11%

Table8. Top GHG Emitting Ci®wned BuildinggAnnual)

- Facility Name GHG Emissions (Ibs of CO2| % Of City GHGs

William Woollett Aquatics 2,273,289
Civic Center 1,970,777
Northwood Aquatics Center 779,821
Lakeview Senior Center 437,034
Great Park Admin and Misc 425,303

27%
23%
9%
5%
5%
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I1l. City-Owned BuildindbER Analysis

This section discusses the methodolegyployedin assessinfuildings for DER installations and energy
efficiency opportunities. See Appendix A for the complete results for each facility.
Table9. Building Inventory

Building/Site Name Methodology
Animal Care Historic Energy Audg and Energy Efficiency Upgrades
Irvine Civic Center First CSE reviewetvelve historical energy audits provided

by theCity. Of those glevenprovided actionable items to
improve energy efficiency. One, Turtle Rock, only provided a
benchmark of current energy use. A summary of each audit
is provided in its respeiste facility summary in Appendix A.
TheCityshould consider implementing these energy
efficiency measures if they have not done so already. Due to
changes in facility usage patterns, advancement in
technology and other factors, CSE recommends repeating
energy audits every 5 years. For example, LED lighting has
become the standard for energy efficient lighting, so any

Cypress Communi@enter
DeerfieldCommunity Center
Harvard @mmunity Center
Heritage Park

Irvine Child Resources Center
Irvine Child Bvelopment Center
Irvine Fine Arts

Lakeview 8nior Center

Las Loma€ommunity Center

Los OIivosQInmur.ﬂty Center suggested lighting upgrades should be reevaluated for LED.
Northwood AquaticEenter While these summaries provide a starting point for energy
Northwood CommunityCenter efficiency upgrades, theshould not be considered an

Operations Support Facility (OSF) exhaustive list.
Portola Spring€ommunity Center

Quail HillCommunity Center
Rancho &nior Center

Sweet Shadd&bility Center
Trabuco @mmunity Center
Turtle Rock

University @mmunity Center
Woodbury @mmunity Center
WilliamWoollett Aquatic Center

Any effort to reduce energy consumption of a facility will
minimize baseline energy costs and associated GHG
emissionslower energy consumption also reduces the
amount of DERs needed to offset with reneweblThe

largest impact through energy efficiency measures is usually
achieved through lighting and HVAC equipment. For
example, replacing typical outdoor Higtensity Discharge
(HID) lighting with LED fixtures can reduce demand by 65%
to 74% and replaconindoor linear fluorescent lamps with

Great ParkAdmin LED can reduce demand by 30% to 40%. LED lighting also has

Great ParSoccer A&B a much longer life 20 times that of fluorescents and 7 times

Great PariSoccer C and Baseball E& that of outdoor HIGNB RdzOA y 3 (G KS / AdeQa 2y
Great ParlSoftball G costs associated with lamp replacenteHVAC demand can

Great Parkrennis Support H be greatly reduced by maintaining regular service schedules

Great ParlBasketball D for equipment, as well as by examining operating schedules
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and temperature setpoints. Many energy efficiency measures are low or no cost. For example, adjusting
the HVAC schedeilor temperature setpoint, or setting IT equipment to power down when not in use.

Desktop Energy Audit

In lieu of onsite energy audits, a desktop audit was performed for each facility. Weekday and weekend
seasonal load profiles were compared to the opgrg hours of the facility to identify opportunities for
improvement. For these reviews, nighttime hours were considered t6pm. These reviews

accompany the DER analysis for each facility and may helpityh@etermine priority for future orsite
energyaudits. Note that onlglectricityusage was analyzed, and there may be other efficiency
opportunities related to natural gas usatiet the Cityshould consider.

To assess the energy performance of each buildd@f€alculatedthe Energy Use Intensit(), a

measure of energy usage per square fdot eachbuildingby combiningelectricityand natural gas
consumption using the common units of kBtu. Energy usag&tudivided by square footage

determines the EUI (kBtu/Ft2). National median EUI foious facility types are published Bnergy

Staf where metherm of natural gas is equivalent to 100kBiud one kWhof electricityis equal to
3.412kBtuBYy calculating EUI, one can compare the energy consumption of a facility to that of a similar
building or national median. A facility with a particularly high whén compared againshe national
median for its building typés agood candidate for aim-personenergy audit

DERSizing andsiting Analysis

2019 consumptiorinterval datasourced from SCBas used to evaluate which combination of Solar PV
andBES®vould provide the greatest cost benefit to ti@ityusingb w 9 Re®at tool. ReOpuses

geographical location to determine realistic solar irradiation, paired with interval data and local rate

tariffs to determine the optimal DER sizing to achieve various goals such as financial payback, resiliency,
or renewable energy objectiveBnalysesused the sitegctualrate tariff for the most accurate utility

costs TheAlL:2 street lighting rate tariffvas not available on ReOpt, so the closasgistituterate tariff

was used to evaluate tlsesites:

Table10. Sreet Lighting Rate Tariffs

Existing Rate Substituted Rate

Las Lomas Community Center AL:-2 (Metered, NoARTOU) TOUGS2-D
Sweet Shade Ability Center AL:-2 (Metered, NoATOU) TOUGS2-E
University Community Center AL:-2 (Metered, TOU) TOUGS2-E
Woodbury Community Center AL:2 (Metered, NoATOU) TOUGS2-E

Great Park Soccer C and Baseball E « AL-2 (Metered, NorTOU) TOUGS3-E

4 https://portfoliomanager.energystar.gov/pdf/reference/US%20National%20Median%20Table. pdf
5 https://reopt.nrel.gov
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Great Park Softball G AL-2 (Metered, NorTOU) TOUGS2-D
Great Park Tennis Support H AL:2 (Metered, NonTOU) TOUGS2-D
Great Park Basketball D AL:2 (Metered, NoArTOU) TOUGS3-D

Table11shows the assumptions made for the site analysdsda SR 2y / { 9 Q&olaSaBdLIS NA Sy OS
storage projectsin addition, several assumptions are made about system operation. It was assumed

that each facility could Ne¥leter using its current rate tariff. Net metering is when energy is metered

going both directionandthe customergets paid for the energy exptedto the grid from solar PV.

Battery charging from the grid was also disabled, only allowing the battery to charge from excess solar
generation.This maximizethe effectiveness of the solar Rvid enables the systeto qualify for some

requirements ofthe Self Generation Incentive Progrd8GIP) To evaluate potential locations for solar

PV installations, GPS imagery was used irP¥M#/atts todlto scout locations and determine a potential

system size. Actual physical space may vary and will need to be evaluated chyassiéebasis.

Tablel1l. ReOpt Analysis Assumptions

Assumpiion

Solar PV Cost $2700kw-DC
Battery Energy Storage Cos’ $1000kWh
SGIP Rebate f®BESS 30%

Net Metering Allowed
Charging Battery from Grid Not Allowed

NEM 3.0

Net Energy Meterig (NEM) is the billing arrangementCaliforniahat allowssolarto be exported to
the grid providing bill credits back to the ownelEM 2.0Qstarted in 2016, is the curreset of rules for
how this energy is processed. Under the current system, for each kWh exported to the grid, the
customer receives 1kWeredited back to their power bill. Thicreates very favorable conditions for
solar and has drivetiemendous growth in the solar market @aliforniaNEM 2.0 has many other
elements as well, for examplecansumeron an NEM rate is automatically placed on a Fofib)se
(TOUyate tariff, beng charged different rates fanergyconsumedat different times of day. There is
also a mandatory, oréme, interconnection fee to connect the solar to the gaisl well as non
bypassablerfandatory) charges per kWh consumed to fund varistetewideenergyprograms.

In December 2021, the California Public WgiitCommission (CPUC) published a proposal for an update
to NEM, Version 3.0 his proposal is ndinal andhas been paused several times siitsgelease. There
is no official timeline fovhen NEM 3.0 will become laMany provisions proposed by NEM 3.0 stand to

6 https://pvwatts.nrel.gov/
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make rooftop solar less cost effedifor consumers. These provisions inclddgU rates with much
higher energy costs during peak houmsyer payback for exported energgnd a manthly fee to have
the system interconnected to the grid. While the final ruling is yet to be determined, it is likely that NEM

3.0 will erode the cost benefits of distributed solar.

City-Owned, Buildind.evel DER Analysis Results

Tablel2 summarizes the results of DER sizing analisi results by building can be found in Appendix

A. Note that these systems are siZed maximumfinancial paybackand larger systems may be
required to meet GHG reduction goalhe buildings arkisted in alphabetical ordefor buildingsvith
ON/AE in the 6% Electricity Offset columnno new rerewablegeneration is recommendedheCity
should prioritize the buildings with the most positive payback period for offsetting 10@decificity

use with a combination of solar and battery storgbehlighted in regl Alternately,onceGHG

emissions reductions targetse established in the broader CAAP, @iycould prioritizesolar and
storage based on the higheslkectricityconsumers

© 0 N O O B WN -
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Table12. Summary of DER sizing results

Site # %City New Solar | BESY BESS| %
ElectricityUse | PV (kWDC) kW) (kWh)

Animal Care Center

Basketball "D"

Civic Center

Cypress Community Center
Deerfield Community Center
Great Park Admin Bldg

Harvard Community Center
Irvine Child Resource Center
Heritage Park Community Center
Irvine Fine Arts

Irvine Child Development Center
Lakeview Senior Center

Las Lomas Community Center
Los OlivoCommunity Center
Northwood Community Center
Northwood Aquatics Center
Operation Support Facilities (OSF
Portola Springs Community Cente
Quail HillCommunity Center
Rancho Senior Center

Soccer Stadium A & B

2%
4%
29%
2%
1%
8%
1%
0%
2%
1%
1%
6%
2%
0%
1%
2%
5%
0%
2%
1%
4%

124
124
19
43
15
5
19
157
25
11
260
98
0
0
20
274

o

65

68
68
53
7
17
4
1
28
15
8
43
111

21

22

25

10

148

200
200
172
25
76
26
6
84
81
42
131
386
21
112
104
70
22
63
37
469

Electricity
Offset

14%
36%
6%
28%
100%
4%
12%
100%
100%
23%
17%
60%
66%
N/A
N/A
16%
78%
N/A
N/A
14%
22%
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Site # %City New Solar | BESY BESS| % Electricity
ElectricityUse | PV (kWDC) (kW) (kWh Offset

22 Baseball Stadium "E" 5% 225 32%
23 Softball Stadium "G" 1% 60 63 237 19%
24 Sweet Shade Ability Center 1% 3 3 15 6%
25 Tennis Support "H" 2% 144 72 246 100%
26 Trabuco Center 1% 0 10 53 N/A
27 Turtle Rock Community Center 2% 90 38 128 60%
28 University Community Center 2% 53 55 242 32%
29 William Woollett Aquatics 11% 10 18 56 2%
30 Woodbury Community Center 1% 11 9 57 16%

Combined Heat and Power (CHEefeening

la LINI 2F /{9Q& o0dZAf RAY3I LRNIF2fA2 lylrfearas GKNJ
Combined Heat and Power (CHP) generation. The City of Irvine was referred to the Department of
9y SNH@ Q& 2SaidSNYy [ Pattnership QOKF RAD) fdr anlinitial dci@ening/ottise
technology at the Civic Center, Northwoods High School Aquatics Cantethe William Woollett

Aquatics Center. Combined heat and power, sometimes referred to as cogeneration, is an effidient a
clean approach to generating esite electric power and useful thermal energy from a single fuel source
CHP uses NG (or other fuels) to generate electricity for the site, while repurposing the waste heat from
combustion for some useful purpose, such as space or water he&titigapplications can operate at
65-75% efficiency, a significant improvement over the national average of 50% for these services when
providedseparately The following results are summarized from the CHP TAP analysis

Of the three sites that were screened, only the William Woollett Aquatics Center had favorable results
where a higHevel screening suggested a 208kW CHP system estimated to cost approximately $604,000
and have an estimated payback of about 9 years. Piadirg results show a potential for approximately
$67,000 annual operating cost savings with an 11.1% return on investment (ROI). Other factors that may
contribute tothe CityQ i&terest in CHP includiae CityQ @oncern about future energy costs impacting
Cityfacilities the existence of mexistingcentral heating system at the centemdthe CityQ a

commitment to reducing its carbofootprint6 2 At f ALY 222t f SGdG Aa GKS /AdeQa
facility). Table 13elow shows a sensitivity analysisdemonstrate the potentiakconomic

performance of a CHP system both with and without applicable utility @gdReservation Charges

(CRC). These typical standby and departing load charges administered by SoCalr&sdispended as

per a recent CPUC ruling, which better the payback of installing a CHP sisee@PUC ruling to
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suspend CRC charges associated @hitbecame effective on January 1, 20212101-018). This
suspension of applicable Capacity Reservation Charge component of standbysetitifge effective
until 2026 when the effectiveness of this suspension will be evaluated.

Tablel13. CHPSensitivityAnalysis

CHP Screening Metric With CRC Suspensiol Without CRC Suspensio

CHP Installed Cost $603,924 $603,924
Annual Standby Charges N/A $44,932
Annual Departing Load Charges N/A $25,052
Annual Operating Savings $67,237 $31,707
Simple Payback 9.0 Yrs. 19.0 Yrs.
Return on Investment 11.1% 5.3%

Next steps would include further evaluation of feasibility of a CHP system #¥itham Woollett

Aquatics Center including a deeper analysis of the sites electric and thermal energy profile, physical
siting, and interconnection of the equipment as well as CRC suspension requirethdraityis
interested, theDOE Western CHP T@i@gramcan provile no-cost guidance on this matter and can be
contacted for assistance by emailing CHPTAP@energycenter.org.

Offsetting with 100% Renewable Energy

This section details the cumulative amount of solar PV requdiggwide to offset 100% oflectricity
usagefor various scenarioSome customers find that solanly is more coseffective than pursuing
energy storagelHowever, lattery energy storage is a developing technology and prices are likely to
decrease in the coming years. According to NRELcakieof commercial solar dropped by 69% from
2010 to 2026. As battery technology progresses, it could follow a sirpilime decreaseNote that

without storage, much of this energy would be exported to the grid. Any investment in solar today can
be paied in the future with a suitable BES. a solaonly option, solar PV required to offset 100% of
electricitywasalsoprovided for eacltCity-owned facilityin Appendix A

This calculation was performegsing the annuaglectricityconsumption from SCE, paired with the

yearly averag®irect Normal Irradiance (DNThe DNI is the average daily hours that a solar panel
would receive if itrackeddirectly at the sunThe DNI is published by NREhd isavailable worldwide.
Solar could produce for as long as 10 hours on a clear sunny day in the summer, but the DNsawerage
the shorter days in the winter as well as raiuyd overcast day$lrvine averages 280 sunny days per

7 https://docs.cpuc.ca.gov/PublishedDocs/Published/G000/M393/K334/393334241.PDF
8 https://www.nrel.gov/docs/fy210sti/77324.pdf
9 https://maps.nrel.@v/nsrdb-viewer/
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year) The DNI in Irvine is® hours per day but since solar installations are more likely to be fixed,
rather than surtracking, the more conservative LA metro average of 5.62 hours per day was used

Tablel4. Cumulative Solar Required to Offset with 100%neeable Electricity

Annual Electricity SolarNeeded to Offset
Consunption (kWh) 100%(kW-DC)

Civic Center 3,274,178 2,128
All Community Centers 2,616,695 1,700
Great Park 2,507,846 1,630
Aquatic Centers 1,320,914 858
All OtherBuildings 1,317,156 856
Electric Vehicles* 400,920 260
Total CityElectricity 11,036,789 7432

*Based on those recommended in the ZEV transition Plan

DER Funding and Financing Opportunities

Purchasin@nd installing DERs can be accomgliby many different financial mechanisms. This
sectionaddresg@ssomecommonfinancing mechanisms and incentive programs for DER installation.

Direct Purchase

Direct purchase ihe most easily understood method. The City will contract through a provider to
purchase and instafiolar and storage. The City benefitsm the installationthroughlower electric bills
and paymentdgrom excess energy exported to the grithe City owns the equipment and is responsible
for maintenance. The City finances the project with upfront payments or a payment plan.

Power Purchase Agreement

A solar Power Purchase Agreement (PPA) is an alternate financing option for solar. A frfafdsah
agreement where the developer arranges the design, permitting, and installation of the solar PV system.
The developer then sells the generated power to the host customer at a cost typically lower than utility
power (the developer also receivenyatax credits or incentives from the installation). The developer is
responsible for maintenance of the system. The main advantage of a PPA is that there is little to no
upfront cost to the host customeihough the City is not directly eligible for timwéstment Tax Credit

(ITC) they can benefit from them indirectly through a PPA in the form of lower electricity rasatery

energy storage can also be included in a PPA

Benefits to a PPA:

1 Low or zero upfront costs
9 City is not responsible for design,rp@tting and installation
9 City is not responsible for maintenance
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1 Lower electricity rates compared to the local utility
9 Indirectly benefit from the ITC

Solar Leasing

Similar toa PPA, the installer is responsible for the install and maintenance of the systdiime Gty
rents the system from the developdhe City then freely uses the power generated by the system.
Unlike a PPA, the City pays a fixed monthly rent for theofisliee system rather than paying on a kWh
basis.At the end of the lease, the City could choose to renew the lease, buyout the sfstanthe
lesser, or reach a new lease agreement to upgrade and modernize the system. The lessor can also
remove the systenat the end of thdease.

GreenRevolvingFund

A Green Revolving Fund (GRF) provides dedicated fundiggefem energy projects. The City provides
upfront capitalto establish the fund. Projects that meet the requirements of the progcan then be
funded from the GRF. The intent of the GRF is to fund projects with an adguadiackperiod to

allow the fund to replenish itself (revolvey even to grow over timeA department who witldraws

from the fund would be required to calculat®st savings from the project and pay that amount back to
the fund.Applicable projects could include energy saving, water sakéolgice sewage or stormwater,
improvements to operationsand installing renewables or other DERSs.

Community Solar

CommunitySolarcustomerscan either buy or lease a shavéthe solar panels in a larggid-scalesolar
installation They then receive an electric bill credit for the electricity generatethbir share of the
array.This is a optionfor a site that does have the space or ability to install solar onEfte.
installation could be outside of town, or even on the otheresid the state.

Federal Investment Tax Credit (ITC)

2 KAES GKS [/ AGe AayQid St A #Hihioigh thefréddedcdsts Fomiakdae O y
PPA or leasél.he Federal Investment Tax Credit (ld@)lies to both battery energy storage systems

and ®larPV. FosolarPV, the incentive received is based off the yaamstruction started and cost of

the installed system. For BESS, the incentive is also based off the year construction started, but in
addition, the percentage of the tax credit received is also based off how much of the batteries charging

is sourced from renewable energy

Tablel5. ITC Rates for Solar PV and Battery Storage

Technology

PV 1 26% forProjects that begin construction in 2021/22
1 22% for Projects that begin construction in 2023
1 After 2021, Commercial drops to a permanent 10%
BESS 9 Portion of 26% ITC if battery is charged by renewable ener@p%
1 Full 26% ITC if batterydédarged by renewable energy 100%
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SeltGeneation Incentive Program (SGIP)

The SeHGeneration Incentive Program (SGIP) provide=batefor installing battery energy storage
systems. The incentive is based on the size (in-haittrs) of the system. The following table has the
current Step 3incentive rates foSGIP? SGIP funds are limited and could be exhausted in the fusare,
these figures are subject to change.

Tablel6. ITC Rates for Solar PV and Battery Storage

I N

LargeScale Storage Step 4
Energy Storage $0.30/Wh
Energy Storage with ITC $0.22/Wh
Non-Residential Storage Equity Step 5
Energy Storage $0.85/Wh

10 https://www.selfgenca.com/home/program metrics/
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V. EVI Impact Study

In the ZEV Transition plan, CSE recommended thaCiiy¢ransition up to 138 existing internal

combustion vehicles to electric vehicles by FY 2ZBR7Charging that volume of vehicles will require a

large amount of Electric Vehicle Supply Equipment (EVSE) as well as upgrades to existing electric
infrastructure(EVI) to supply power to the supply equipment. Charging analysis from the ZEV Transition
plan shows that these vehicles could contribute as much@lg\ of additional demand at the Civic

Center, and MW demand at the Operations Support Facility (OS#t)cBmparison, the peak demand

in 2019 at the Civic Center and OSF were 685kW and 142kW, respectively.

In this section, CSE will examine the impacts of electric vehicle charging, provide recommendations for
load management strategies and DERs to reduak gemand, and analyze the availabégpacityof the
investorowned utility (IOU), SCE, distribution system.

Methodology

/I {9 ONBIGSR 9+ OKIFINHAY3I LINRFAfSE AaLISOAFAO (G2 LNIDA
the EVAPro Lité! software. EVPro is a collaboration between The National Renewable Energy Lab

(NREL) and the California Energy Commission (CEC) that uses data on vehicle travel and charging

patterns to estimate typical charging profiles for home, public and workplaasgoig.

CSE used ReOpt Lt analyze estimated utility costs, power consumption and demand. ReOpt Lite is
also developed by NREL and uses geographical location and local rate tariffs to produce reports on
energy consumption and cost, as well as recanthoptimal sizing of DERs like solar generation and
battery energy storage (BESS).

Using the recommendations for EV replacements from the ZEV Transition plan, annual mileage, and
vehicle fuel economy equivalents, and #vb load profiles, CSE determinthe total expected annual
electricityconsumption (kWh). The average mileage of vehicles suggested for replacement was around
6000 miles per year, but CSE increased this number to 8000 miles per year to account for time spent
idling. For carts and utilityehicles, vehicles averaged about 600 miles per year, and this was increased
to 1000 miles to account for idling. Load profiles for each fiscal year (FY) were analyzed in ReOpt to
determine the combination of solar PVs and BESS that would determinegtheshireturn on financial
investment.

1 https://afdc.energy.gov/evpro-lite
12 https://reopt.nrel.gov/
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EVI Impact Analysis

Distribution System

In 2015, the California Public Utilities Commission issued Rulemakid@a¥3 requiring public utilities

to publish a Distribution Resource Plan (DRP), which included andtiteg€apacityAnalysis (ICA) for
each electrical line in the distribution system. The ICA quantifies the maximum amount of power that
can be injected to, or drawn from, the distribution system requiring minimal to no distribution upgrades
or operational estrictions. This data was published to an interactive web pSraald provides access

to, among other things, the amount of generation and load that can be added to the distribution line.
The ICA is updated regularly and data from April 16, 2022, wakfasthis analysis.

Load and generation, especially solar, fluctuates throughout the day, but the power grid must be able to
support even the worstase scenario. When conducting the ICA study, SCE used the most limiting
conditions on the most limiting gaand hour to determine integratiocapacity The amount of load that

can be added was limited by the amount of load installable at that location without violating any

thermal or voltage requirements on the line. It is important to note that the integratiapacityvalues

do not guarantee that distribution upgrades will not be needed and should be treated as guidelines only.

Electrical Load

CSE created load profiles to simulatearging patterns and analyze energy consumption and cost for the
Civic Center and OSF. These profiles were created from workplace charging patterns specific to the Los
Angeles / Long Beach / Anaheim Metro area. Peak demand occurs in the afternoon kesvehicn to

their facilities at the end of the workday. Demand drops off considerably on the weekends with fewer
employees workingrigure @llustrates the weekday and weekend charging profiles that were used for

the EVI impact study.

Weekday
S m Weekend
c
©
[
B _.—___-*.
o o o o o o o o o o o o o o o o o o o o o o o o
o — N o < o] [{e] N~ [e0] ()] o — N o < n (o] N~ (o0} ()] o — N o
— — — — — — — — - — N [a\} N N

Figure6. EV Charging Load Profile

B https://drpep.sce.com/drpep/
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Since the Civic Center and OSF were not originally designed to support a large EV load, it is assumed that
the EV charging depots at these sites will be metered apglged on a separate service from SCE. This
separate service already exists at the Civic Center (Meter 8002021859) for the few existing chargers at
that site. Metering EV charging separately will enableGlitgto take advantage of Especific charging

tariffs from SCE. These rates could result in a lower utility bill, especially if charging is scheduled to begin
at night such as 9PM or later.

Electric Vehicle Equivalent Fuel Economy

For decades, miles traveled per gallon of gasoline has been the galdbst for measuring vehicle
energy consumption. In lieu of gasoline, EVs conseleetricity, measured in kWh. Fueleconomy.gov
provides energy consumption for electric vehicles in kWh/100 millable 17contains the fuel economy
of the various vehiclesuggested as potential electric replacements in the ZEV Transition Plan.

Tablel7. Electric Vehicle Fuel Economy by Make and Model

U/ 100 mies

Chevrolet Bolt EV 29
Chrysler Pacifica PHE\ 41
Ford Lightning 43
FordEscape PHEV 32
Ford eTransit 54
Ford F250e 54*
Hyundai lonig5 31
Hyundai Santa Fe PHE 44
Hyundai Tucson PHEV 42
Kia EV6 29
Lightning e450 77
Lightning T350e 53
Toyota RAV4 PHEV 36
Volkswagen 1D4 34

*Estimated, data not available

Information on the various carts and utility vehicles was largely unavailable. Electrical fuel economy was
estimated based on information available on battery size and horsepower equivalent. Thédtidad
batteries in these vehicles are less advanced tin@nlithium-ion batteries in most EVs. As a result,

these vehicles only yielded marginally better fuel economy despite being much smaller vehicles.
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Club Car E

Club Transporter Electric
Carryall 300e

Carryall 500e

Carryall 700e

Carryall 1700e*

*Estimated, information not available for this model yet

PeakDemand

8
6
8
8

8

Tablel8. Club Car Summary

Battery Eledric | kwWh/100
Batteries Hours Capacity(kwWh) Range Mile

170
170
170
170
170

8.16 2.40
10.88 2.70
8.16 2.40
10.88 2.70
10.88 2.70
10.88 2.70

37.40 21.82
44.33 24.55
37.40 21.82
44.33 24.55
44.33 24.55
44.33 24.55

Demand from EVSE will vary throughout the day and will be limited by three main factors. The first is
installed infrastructure. Though 1.6MW and 2.5MW of EVSE were recommended at the Civic Center and

OSF, respectively, the likelihood that every charging wal be in use at one time is low. Tiztymay
choose to install, for example, 1MW and 1.5MW of transforeegracityat those facilities instead. Civic

Center already has some installed Eafdacity so it will require a proportionately smaller upgratt@n
OSF. The second limiting factor will be the load management strategies performed by the EVSE
providers.Load management strategies are detailed in the following section, as well as in depth in the

ZEV Transition Plan. The third is the human factoe. driving patterns of employees will determine

how many vehicles will need to charge on a given day at a given time. Though demand charges do not

currently apply, theCityshould anticipate demand charges contributing to a significant portion of the

utility bills at these facilities in the future. Tiaty, SCE, the EVSE provider, and electrical design/builder
will need to work together to determine the optimal demand management strategy.

Load Management Strategies

This section outlines the various loadnagement strategies th€itycan deploy to lower utility bills

and minimize required electrical infrastructure upgrades.

Shared Charging

{2YS OKINBHSNB TSI (dzNB
amperage circuit. Thiallows charging to be split between multiple vehicles at once. For example, a
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7.2kW charger could be shared between two or more vehicles using a single 40A circuit. However, each
vehicle would charge half as fast, each receiving 3.6kW. This is not agatidn for the largescale

charging needs of th€ity. Vehicle battercapacityis growing rapidly, and this method of charging will
result in very long dwell times.

Due to the much higherapacityof DC fast chargers, shared direct current fast char@eCFCs) is a

more effective alternative to shared L2 charging. Several vehicles can charge at the same time using high

output DC Fast chargers.
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Delayed or Scheduled Charging

With this strategy, vehicles can be plugged in at any time of the day butoitlegin charging until a
predetermined time. Since fleet vehicles tend to return to base in the second half of the workday, when
peak TOU charges are in effect, hryis highly recommended to pursue this strategy. This can also be
coupled with gquental charging where there is a limit to the number of vehicles charging at once.

Once one vehicle is finished charging, another can begin. Delayed charging will reduce TOU energy
charges, while sequential charging will lessen demand charges and limit the amouquioéde
infrastructure upgrades.

Fleet Management

LY FTRRAGAZ2Y (2 &AOKSRdzZ SR OKINBAYy3Iz FtSSG YIylF3asSys
of charge and proximity to charging infrastructure. Fleet management platforms can monitor charge

comgdetion time, charging station availability, establish charging queues and monitor depot power

consumption. The management software can throttle charging based upon the TOU rate tariff or
predetermined demand limits. Critical vehicles can be prioritizechtarge first, and charging can be

optimized so that each vehicle always maintains a minimum level of charge.

Vehicle to Grid (V2G) and VehicleXt@v2X)

EVscontain a large batterand generall}consume power by charging from thlity grid. Vehicle to

Grid (V2G) allows\s to provide power back to the grid, in response to various signals such as demand
response or a power outag&hey can generally provide the same grid services that a BE$®owile,

such as storing solar energy, TholeUse arbitrage, and peak shavifigechnology providers can

configure charging schedules so that EVs are always charged to a minimum threshold as Aerdtiéd.
can also discharge power to another vehigmvide portable 120V power, and can even be used to
provide backup power to home(called Vehicle to X or V2X)

While V2G is optimal in vehicles that run on a fixed schedule or spend a lot of time parkeu)l\V2
become increasingly important in the comipgars. Any adequately charged vehicle wittX¥fay be
able to discharge to a building or the grid aBEBRwvhen not in operation. Buses and trucks with large
battery packs will provide a larger DER benefit per vehicle.

Ford Motor Company has announcedtlits new F150 Lightning will be \¥capablec capable of

L26SNAYy3I 2ySQa K2YS 2NJ OKFNEHAY3 Fy20iKSNJ] GSKAOf So
The F150 Lightning will also be capable of exporting power to smaller critical facilitthsasua

Community Centeduring emergenciesif a bidirectional XDCFC has been installed at the site. The

truck can provide backup power that would be traditionally supplied by an emergency generator. Other
manufacturers are expected to offer simifanctionality with their vehiclesOf the 137 vehicles

recommended to be replaced with ZEVs by F2&746 were Ford-E50 lightning. At 9.6kW each, this

fleet could provide as much as 441kW of backup power in an emergency.
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EV Rate Tariffs

SCE has three rate tariffs available for commercial EV charging based upon the charging demand at the
site:

Tablel9. Tariffs based on Charging Demand

Rate Tariff Charging Demand

TOUEW7 <20kW
TOUEWV8 20kW-500kW
TOUEWV9 >500kW

Rate tariffs vary slightly in their figures, but they all feature a Tafadse (TOU) rate component, where
electricityratesvary based on time of day and year. For¥ak charging, from4PM on weekdays,
charging rates increase to around five times as expensive peak’. These rate tariffs are exempt

from demand charges until 2024, when they will come into effect. Aateihrtharge will be levied based
upon the highest demand occurring during the billing perhifting EV charging from peak hours to
off-peak hours will lower TOU energy charges and minimizing peak demand will lower demand charges
when they come into effdc

SUMMER June 1 - September 30 (4 Months)

Weekdays

Weekends and
Holidays

i
Midnight 4 9 Midnight

WINTER October 1- May 31 (8 Months)

e | [N
Holidays 5 =

1
Midnight B 4 9 Midnight

D Super Off-Peak . Off-Peak D Mid-Peak D On-Peak

Figure?7. Charging Rates based on Time of Year (From SCE)

14 https://crt.sce.conthow-to-electrify
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EVimpact by Site

Irvine Civic Center

The ZEV Transition Plan recommends transitioning 44 light and medium duty vehicles to electric
alternatives at the Civic Center by F¥287 This could add as much as $29,055 in annual charging costs
to provide 130MWh of energy to Civic Center vehicles.

Table 20. Civic Center Electric Vehicle Adoption Recommendations by Fiscal Year

I 7 2 N T

Number of Vehicles Added

Number of Vehicles (Cumulative) 16 18 18 27 33 44
Total Annual Energy Consumptiol 42,880 47,920 47,920 78,160 96,240 130,890
(kWh Cumulative)

Annual Utility Costs $10,799 $11,845 $11,845 $18,117 $21,867 $29,055

Powering these vehicles effectively could require as many as 64 L2 and 4 DRaFgets, adding

1.6MW of electrical demand. This demand will drive costs for infrastructure upgrades as well as higher
utility bills when demand charges come into effect in 2024. Tityshould work with the EVSE provider
along with SCE to determine theost costeffective load management solution to limit the amount of
required infrastructure upgrades.

Table21. Civic Center Electric Vehicle Infrastructure Recommendations

Mid Term kW Total
Chargers Near term kW Each kW Each
Total (cumulatlve) (cumulatlve)

120v Outlet

L2 9.6kW 10 9.6 96 10 9.6 96

L2 19.6kW 54 19.6 1058.4

EA%FC 120kw 3 120 360 4 120 480
NearTerm kW 459.6 Mid-Term kW 1638

For comparison, the existing peak demand at the Civic Center is 6%Kkkhitigate some electrical

costs, theCitycould consider installing DERSs to help offset the added energy consumptioncd8H&S

deployed whenever charging demand rises above ageyfa 1§ KNBa K2 f RA KT YA A ¢ Iba ¢ K WA
techniguewill make BES®ore lucrative when demand charges are introduced.
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Table22. Civic CenteDERRecommendations

T —— a2 252 Lo L 2

Solar (kwDQ

Battery (KW) 4 4 4 7 8 11
Battery (KWh) 22 25 25 40 50 68
Net Present Value (25 Years  $8,139 $9,096 $9,096 $14,836 $18,268 $24,844
% Renewable Energy 100% 100% 100% 100% 100% 100%
Annual Utility Savings $7,135 $7,975 $7,975 $13,007 $16,015 $21,781
Payback Period (Years) 9.1 9.09 9.09 9.09 9.09 9.1

Table 22 offersolar and storage sizing to provide optimal financial payb@ekport solar in the secured
area is likely the only option for Civic Center EV charging. Three rows of carport solar could
accommodate as much as 360KV of solarNote that this analysis intends only to offset power
consumed by E¥harging ands separge from the power consumed by the main Civic Center building.

Figure8. Potential Siting for Solar at Civic Center

The Civic Center grounds have three distribution lines running to it. Presumably, one each for City Hall,
the Police Headquarters, and the fueling depot (circuisshownin Figure 9. Unfortunately, none of

these have room for the addition of EV load. Nearby circuit 4 has room for as much as 6MW of added
load, but it is almost certain that distribution upgrades will be required for Civic Centdraeying.
Additionally, installing solar PV on any of the existing lines will likely also require distribution system
upgrades; circuit 4 shows a very small amountagacityfor solar PV.
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Figure9. Distribution Lines at Civic Cénter
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Table23. Integration CapacityAnalysisc Civic Center

Distribution Solar P\Capacity | Added LoadCapacity
Segment ) (MW)

1 0 0
2 0 0
3 0 0
4 0.01 6.27

Operations Support Facility

The ZEV Transition Plan recommends transitioning as ma8§/light and medium duty vehicles the
OSHo electric alternatives by FY 2B. This could add $57,915 in annual charging costs to provide
2.70MWh of energy to OSFeliicles.

Table24. OSF Electric Vehicle Adoption Recommendations by Fiscal Year

I R T A

Number of Vehicles Added

Number of Vehicles (Cumulative) 18 24 26 33 59 89
Total Annual Energy Consumption 80,960 99,520 111,840 145,680 204,130 270,030
(kWh Cumulative)

Annual Utility Costs $18,698 $22,548 $25,103 $32,122 $44,246 $57,915

Powering these vehicles effectively could require as many as 30 dedicated 120v outlets for carts, 51 L2,
and 13 DC Fast chargers, adding 2.47MW of electrical demand. This demand will drive costs for
infrastructure upgrades as well as higher utility billsaw demand charges come into effect in 2024.
TheCityshould work with the EVSE provider along with SCE to determine the mostffaxgtve load
management solution to limit the amount of required infrastructure upgrades.
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Table25. OSF Electric Vehicle Infrastructure Recommendations

Near kw Mid Term kW Total
Chargers = kW Each i e. kW Each o_a
term Total | (cumulative) (cumulative)
30 1.8 54 30 1.8 54

120v Outlet
L2 9.6kW 14 9.6 134.4 14 9.6 134.4
L2 19.6kW 37 19.6 725.2
D(.:FC 120kW 120 960 13 120 1560
Min
NearTerm Mid-Term
KW 1148.4 KW 2473.6

For comparison, the existing peak demand at the OSF is 142kW. To mitigate some electrical costs, the
Citycould consider installing DERs to help offset the added energy consumption. BESS can be deployed
whenever charging demand rises above a certain thi@eBhR > | y 2 gayK | @A yoA dSh ¢ KA &
will make BESS more lucrative when demand charges are introduced.

[N
(s}
O«
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Table26. OSFDERRecommendations

22-23 2324 24-25 25-26 26-27 27-28

Solar (kwWDQ 52 64 72 93 131 173
Battery (kW) 7 9 10 13 18 24
Battery (kWh) 43 53 59 77 108 143
Net Present Value (25 Years) $15,182 $18,662 $20,973 $27,318 $38,279 $50,637
% Renewable Energy 100% 100% 100% 100% 100% 100%
Annual Utility Savings $13,528 $16,630 $18,689 $24,343 $34,109 $45,122
Payback Period (Years) 9.15 9.15 9.15 9.15 9.15 9.15

Table 26 offers solar and storage sizing to provide optimal financial payback. Carport solar over the
various vehicle parking areas could accommodate as much as 3BGk@f solarNote that this analysis
intends only to offset power consumed by EV charging and is separate from the power consumed by the
main Civic Center building.

FigurelO. Potential Siting for Solar at OSF

The OSF is fed from four distribution lines, feeding various buildings around the site. Although all four
lines have room to add several MW of EV load, installing solar PV at the OSF will likely require
infrastructure upgrades.
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Figurell. Distribution Lines at OSF

Table27. Integration CapacityAnalysis- OSF

Distribution Solar P\Capacity | Added LoadCapacity
Segment (MW) (MW)

0

A WDN PP

0
0
0

Community Parks

Twentyseven vehicles in th€ityfleet, mostly large passenger vans, park at six various Community
Centers. To accommodate these vehicles, the ZEV Transition plan recommended installing at least two
L2 chargers at each sitderitage Parkwhere most of the twentyseven vehicles are parkeitljs
recommendedo install7 L2 chargers and 1 DCFC charger.
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Table28. Other Recommended EVSE at Community Park Locations

Chargers (L2) kW Each kW Total

Cypress 19.2 38.4
Woodbury Park 2 19.2 38.4
Heritage Park 7 19.2

_ 254.4
Heritage Park (DCFC) 1 120
Turtle Rock 2 19.2 38.4
Portola 2 19.2 38.4
University 2 19.2 38.4

NearTerm kW 446.4

Of the 27 Community Park vehicles, five wareommended for replacement by FY 2027. Charging
these vehicles could collectively consume 21,200 kW#eaftricityannually and cost $4,505 in utility
costs.

Table29. Community Park Vehicl®eplacements by FY 2027

Number ofVehicles 5
Location Heritage, Woodbury
Vehicle Type Ford E35@r Transit T350
kWh/Mile 0.53
Annual Energy Consume 21,200
Utility Costs $4,505

ICA Analysis at Cypress, Woodbury, and Portola show no avaitgdaleityfor added EVI load, so
infrastructure upgrades are potentially necessary at these facilities. It is possible that the addition of a
few L2 chargers is a small enough load as to not cause strain on the grid, I&itytvdl need to work

with SCE to determine final infrastrucaurequirements. Turtle Rock and University each show 1MW+ of
distribution capacity and there is adequateapacityfor both the L2 chargers and the added DCFC at
Heritage Park.

See Appendix B for more details on the Community Park ICA analysis.
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V. CommunityAnalysis

Methodology

To understand the energy use of the broader Irvine community, CSE conducted a review of publicly
available utility data from SCG and SCE.

CSHlsoconducted a desktop review of publicly available benchmarking datatiner@alifornia
Building Energy Benafarking Progrant to identify the top ten energy consuing facilitiesin the City
andperformed aDER siting analysis for each. Hnialysis can be used IGitystaff for outreach to the
building owners and managers tfp consumers

EUlis available fronEnergy Star Portfolio Manager for buildingsCalifornisover 50,000 Sqg. Ft., and
national EUldatais available from Energy St&ue to thempacts of ©VID19in 2020 and 2021, data
from 2019 was used@henever possibléo reflect more typicalisage patterns.

Electrical consumption data was input into ReOpt Lite to determine the optimal DER installations for
each of thesites Likethe City-owned building analysisCSE useah estimated SGIP incentite

determine potentialfinancial payback of DERs. PVWatts was used to determine potential sites and sizing
for future solar installations.

A simulated load profile was generated for each site based ddibgitype and annual energy

consumption. Geographical location was used to determine solar irradiation. An upper bound for
installed solar was determined based on available area from satellite imagery. An SCE rate tariff for large
commercial buildings wlit onsite renewables was used to determine financial reggi@U8). The

analysis for each site was performed to determine tloenbination ofsolar and storage resulting in the
greatest financial payback.

15 https://www.energy.ca.gov/programand-topics/programs/buildineenergybenchmarkingprogram
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Irvine Community Energy Consumption

Agricultural
1%

ElectricityUsage

In 2019, electrical usage for the City of Irvine was
dominated by commercial and industrial users,
with the commercial sector accounting for 40% of ndustrial
total usage and industriaccounting for 37%. 37%
Residential and agriculture made up a smaller

percent, 22% and 1% respectively.

If this energyis assumed to come frothe CAMX
power grid generating this amount of electricity
would produce568,000 tons of GHG emissions
(453bs CO2MWH, as of this writing.

Commercial
40%

Customers within its territory arautomaticallyopted into the Orange County PowA&uthority (OCPA),
which provides, at baseline, a fuel mix that features more renewable energy content than the SCE
generation mix38% vs30.9%). OCPA also offeSmart Choice (69% Renewable), and a 100% Renewable
Choice. Community outreach to encourage consumessaiichto Smart Choice or 100% Renewable
Choicecould drive large scale development of gsichle renewable energy installatior@ptions are
available for both residential and commercial customers.

Table30. CommunityElectricityConsumption(2019)

Annual ElectricityConsumption (MWh)

Residential 555,085
Commercial 1,006,469
Industrial 935,251
Agricultural 14,644
Total 2,511,449
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Natural Gas Usage
Over half of natural gas consumption in Irvine was vy ti-Family
by Residential customers, evenly split between Residential
Single and Multifamily customers. Commercial 26%
natural gas consumption accounted for 34% of the
total, and the remaining 14% from Industrigders.
SoCalGas did not report an agricultural sector.

Commercial
34%

Each therm of natural gas produces 11.665Ibs of
CO2. The cumulative use of natural gas by the
community produce867,000 tons of GHGs.

Single-Family
Residential Industrial
26% 14%
Table31. Community Natural Gas Consumption
Industry Annual Natural Gas Consumption (Therms

Commercial 21,391,347

Industrial 8,767,610

SingleFamily Residential 16,364,380

Multi -Family Residential 16,485,218

Total 63,008,555
Energy Usage Agricultural
Electrical and Natural gas consumption we| 0%
converted tocommon units oMMBtu using mesidential

. . ] esidentia
the following conversions: 3506
1 1 MWhelectricityA 3.412MMBtu
1 1ThermNGA 0.1MMBtu

Industrial, Residential, and Commercial eac
accounted for roughly one third of
community energy consumption, with 27%, Commercial
35%, and 37%, respectively. Agricultural 38%
energy consumption barely Industrial
registered, with 0.34%. 27%
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Table32. Community Energy Consumption

Sector Electrical | Natural Gas| Total Energy Consumptiorf % Total
(MMBtu) | (MMBtu) (MMBtu) Usage

Agricultural 49,965 49,965 0.34%
Commercial 3,434,072 2,139,135 5,573,207 37%
Industrial 3,191,076 876,761 4,067,837 27%
Residential 1,893,950 3,284,960 5,178,910 35%
Total 8,569,064 6,300,856 14,869,919

In general, Irvine community buildings rankecdhigher energy consumption per square faban
nationwide buildings of similar type. Collegesdical and hospital, shopping malls, mixed use facilities,
lifestyle centers, wholesale clubs, distributions centers, hotels, and offices all ranked above average
energy consumption per squafeot compared to the national average.

Table33. Community Energy Use and GHG Emissions Summary

Encrgy Type T i

CommunityElectricityUse 2,511,449 MWh
Community Gas Use 63,008,555 Therms
Community Energy Use 14,869,919 MMBtu
GHG Emission<£lectricity 568,843 Tons CO2
GHG Emissionssas 367,497 Tons CO2
GHG Emissionslotal Energy Use 936,340 Tons CO2

Median Site EUI Comparison Usage

CSE compared EUI for publicly benchmarked Itvinlelings. EUI calculates the energy usage of a

building per square foot. Removing building size as a factor, one can compare the EUI of a site to other
sites of similar type.

When comparingnediansite EUsfor the Cty of Irvine to the national mediantvine was more energy
densein most building occupancy types. The biggest overages in median EUI were for
College/Universityand Medical Offices. For the cases in which Irvine was under the national median
EUI, the largest differare in these were Senior Care Communities, Multifamily Housing, and
Supermarket/Grocery Stores.
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Table34. EUI Comparison to National Average

- Irvine Median | National Median
Building Occupancy Type Over/Under

College/University 153.4 84.3 69.1
Medical Office 97.55 51.2 46.4
Hospital (General Medical & Surgical) 277.7 234.3 43.4
Other - Mall 131.6 101.6 30.0
Mixed Use Property 60.4 40.1 20.3
Lifestyle Center 121.8 103.5 18.3
Wholesale Club/Supercenter 68.55 51.4 17.2
Distribution Center 33.75 22.7 11.1
Hotel 67.8 63 4.8

Office 55.5 52.9 2.6

Retail Store 50.4 51.4 -1.0
Non-Refrigerated Warehouse 15.9 22.7 -6.8
Movie Theater 48.8 56.2 -7.4
SelfStorage Facility 2.8 20.2 -17.4
Supermarket/Grocery Store 173.4 196 -22.6
Multifamily Housing 31.9 59.6 -27.7
Senior Care Community 48 99 -51.0

Top Energy Consuming Facilities

The topten consumers within the City of Irvine were identifieglsed on the electrical consumption,
generation, and natural gas usage for buildings submitted to the Building Energy Benchmarking
program.For each analysis, any kno®Rs were included in the analysis

Table35. Top Energy Consuming Facilities in Irvine

. : Ener
Number of Electricity | Generation| Natural Gas gy.
Property Name Buildings Address (KWh) (Therms) Consumption
g (MMBtu)

UC Irvine 200+ 66 Bison Ave. 9,353,810 5,747,702 12,573,428 1,308,871
oc Irylne 6640 Alton
Hospital 1 PK 21,161,476 4,531,535 1,292,848 201,490
Campus Wy
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Energy

Number of Electricit .
Property Name Bl:“ dinas Address (kWPI1)I y (Therms) Consumption
g (MMBtu)
Park P
ark lace 8 33333355 )5 043,950 38,792 58,623
Tower Michelson Drive
Centerpointe
pol 4 7725 Gateway 3,775,090 420,275 54,008
Apartments
36311- Irvine
Tol
Distribution 2 9300 Toledo 1, 4o6.571 3.204 42,730
Way
Center
17
Hotel Irvine 1 9oo;;mboree 5857 516 197,962 39,782
Park P 3395 Michel
arklace 6 NCNEISON 5 369,560 237,270 35,224
Apartments Drive
1 & 3 Glen Bell 5 1-3 Glen Bell 6.034.963 79.211 28,513
Way Way
The Royce 3 3301Michelson -, 9 176 179,881 26,549
Apartments Drive
Irvine Marriott 1 18000 Van 4 596 300 122,334 25,528
Karman

Note that UC Irvine has a goal of carbon neutrality by 2025tkisdncludes a goal to provide 100%
clean electricityfor all facilities UClis already planning second phase of carport solappendix C
contains a detailed DER analysis for each facility.

Table36. DER Recommendations at the Top 10 Energy Consuming Facilities in Irvine

Battery Ener

UC Irvine 66 Bison Ave. 3,743 309kW/780kWh
OC Irvine Hospital Campus 6640 Alton Pkwy. 2,111 175kw/681kWh
Park Place Tower 33333355 Michelson Drive 4,879 384kW/669kWh
Centerpointe Apartments 7725 Gateway 761 68kW/194kWh
36311- Irvine Distribution Center 9300 Toledo Way 8,531 707kW/1,692kWh
Hotel Irvine 17900 Jamboree Rd. 1,016 100kW/204kWh
Park Place Apartments 3395 Michelson Drive 1,947 81kW/226kWh
1 & 3 Glen Bell Way 1-3 Glen Bell Way 1,640 247kW/511kWh
The Royce Apartments 3301 Michelson Drive 1140 54kW/169kWh
Irvine Marriott 18000 Van Karman 1,134 69kW/147kWh
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VI. Conclusiongand Next Steps

Based onth€ityQ a { (i Bhérgy $1an) there atevo recommendations that align with the DER
analysis CSE conducted:

1 ESZ d&PortfolioWide Procurement for Facilitiés
T B3¢a5SOFNb2yAT S /AGe ClLOAtAGASEE

Based on the findings of the DER analyses discussed throudtimrgdort, CSE recommends tiity
consider the following actions farext steps to satisfy the goals of the Strategic Energy. FlagCity
may need to recalibrate these actions based on the final CAAP.

ES2 Energy Efficiencgnd Investment in Solar anddsage

The following facilities have existing historical energy audits:

Animal Care Center

Civic Center

Deerfield Community Center
Harvard Community Center
Heritage Park Community Center
Lakeview Senior Center

Las Lomas Community Center
Northwood CommunityfCenter
Operation Support Facilities
Woodbury Community Center
Great Park

= =4 =4 =4 =4 -4 A - a8 o8

The historical energy audits provide a backlog of actionable item€itlyean address to reduce energy
consumption. CSE recommends that all remaining facilities undergit@rnergy efficieay audits and
that audits be repeated every 5 years. Futurgarson audits should be prioritized based on facilities
with the highestenergy consumptionAdditionally, theCityshouldfurther explorer the potential for
CHP at th&Villiam Woollett Aquatics Center

Thee arecurrentlyseven existing solar PV systems (244.39x@Y installed o&ity-owned buildings
which collectively generate 224,000kWheadéctricityannually, offsetting 2% of municipalectricity
consumption. EacRity-owned facility was screened for BE both for financial payback as well as
offsetting 100% oélectricitywith solar PV. The following facilities showed the most positive payback
period for offsetting 100% dflectricityuse with a combination of solar and battery storage:

1 Deerfield Commuity Center
9 Great Park Tennis Support Facikity
1 Heritage Park Community Center
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9 Irvine Child Resource Center

The following site$eature a clusgr of city buildings in close proximity tme another CSE recommends
treating these sitessunitsand pursue DERs as an NEM aggregate or microgrid model:

Great Pak

Heritage Park

Civic Center/Irvine Child Development Center
OSF and Animal Care

= =4 =4 =4

B3- Decarbonize City Facilities

Throughout this document are recommendationsdeecarbonizedty facilities. These recommendations
include:

Review and follow up oadion items from the historical energy audits
Repeat energy audits for all facilities every five years

Pursue CHP at William Woollett

Installsolar and energy storage @ity facilities (See Appendix A)
CElectrifif¢ 0 dzAtd sRifk aivAydromnatural gasisage

= =4 =4 =4 =4

The Strategic Energy Plan makes a recommendation to pilot-ateetitic retrofit at one of the smaller
community centers. This would entail replacing the natural gas appliances such as space heating,
cooking equipment and domestic water heaters with electric alternatives. The following Community
Centers use natural gamé are under 10,000 square feet:

Cypress
Deerfield
Las Lomas
Los Olivos
University
Woodbury

=A =4 =4 =4 =4 =4

University Community Center uses a comparatively large amount of gas for its size; it may be the most
impactful option for an electrification pilot.

In addition to decarbonizing Citywned facilities)rvine can encourage decarbonizing facilities on the
community levethrough:

f Odzi NBI OK (2 (UeRe®yyconsuinersta asdist iNEER deirelopment
1 Encouraging the community to ot to an OCPAoower plan
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Additional Recommendations
In addition to screening for DERSs, energy efficiency and CHP, CSE makéswireyfol

recommendations:

9 Based on generation data, the Solar PV at Northwood Community Center appears to be
underperforming, CSE recommends inspecting it for proper operation

1 Interval data at William Woollett, Great Park Admin, and Harvard Community Garggests
much lowerelectricityuse than what is shown on billing data. CSE recommends checking with
SCE that metering is properly set up at these facilities

1 Set up a platform to monitoBolar P\generation interval dataMore granular data will make for
more accurate DER sizing and more detailed tracking for GHG reduction goals

1 Ne metering data was unavailable at Cypress Community Center. For more accurate DER sizing,
CSE recommends refreshing this analysis with more recent data before pursuing DERs

9 Data at Los Olivos was incomplete due to being new construction and the impaa@\EL9.
Before pursing DERs CSE recommends refreshing the analysis with more recent data for more
accurate DER sizing

1 On a community level, th€itywill need to encourage the highest energy consuming buildings
to consider investments in energy eféocy upgrades and solar and storage technologies.

1 Due to the electrification of th€ityfleet, the Cityalso needs to factor in the addéoad at Civic

Center, OSF and various community park locations to reakare DER investments at these
locations factor in the impact of EVs and EVI.
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Appendix A CityOwned Building DERnalysis

How to Interpret the DER Analysis:

The summary of existingpnditions includes:
Site address
Existing DERS, such as solar, battery energy storage, or gas generator
The SCE rate tarifthis is the pricing plan that determines the sites electric bill
Building square footage
Amount ofelectricityconsumed per year
Annualeledricity cost based on 2019 billing data
Annual natural gas consumption, based on 2019 billing data
1 Annual natural gas cost, based on 2019 billing data
Energy Usage Intensity is a measure of energy use per square foot. For each faqiityvici®Bthe
following information:

1 EnergyUsage IntensitfEUI)

1 EUI Building type, the closest building type available for EUI data from Energy Star

1 National Average EUI, the average EUI for that Building Type

f  Comparison to National Average comparesthedA f A GeQa 9! L (42 GKS ylI GAz2)
Star. A positive number means higher than average energy consumption and a negative number
means below average energy consumption

The DER analysis provides:

1 SolarPV Installation the optimal amountof solar PVfor optimal financial paybadsased on
ReOpt analysis

1 BatteryEnergyStorage SystemBESS recommended by ReOpt for optimal financial payback

1 Net Present Value provides an estimate of the total financial payback of the project after 25
years,intotl @ Qa R2f f I NA

1 Annual Power Bill Savingén estimate of Year 1 reduction éhectricity costs achieved by the
system sized for optimal financial payback

1 Simple Payback periedrhe amount of time elapsed until the reductions in power bill amount
to the upfront costs of the solar and storage

1 Solar needed to offset 100% electricityusage is the required system size to generate an equal
amount ofelectricityannuallyto the annual consumption of the site.

9 Each analysis comes with siting map showing ptessiilar PV siting locations, as well as the
installationtype. The amount of solar is tied to the solar needed to offset 100% metric, unless
there is a limit due to available space then it is tied to the result of the optimal financial analysis
results.

= =4 =4 =4 =4 4 A
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City Community Centers

Cypress Community Center

Cypress Community Center is a muliie facilitythat offersa variety of classes for the
community.lt includesa multipurpose room, an exercise room, patio space, and outdoor and
playground amenitiesCypresshasan existingl9kW-DC existing solar Ristallation

TableA-1. DER Analysis at Cypress Community Center

Existing Facility Information

Address

Rate Tariff

Square Footage

Annual ElectricityConsumption (kWh)
Average AnnuaElecticity Bill
Annual Gas Consumption (Therms)
Annual Gas Bill

Energy Usage Intensity

EUI Building Type

National Average EUI (kBtu/ft2)
Comparison to National Average

Recommended Solar and Storage System

ExistingSolar PV

Additional SolarPV

Battery Energy Storage System
Net Present Value (2yearestimate)
Annual Power Bill savings

Simple Payback

255 Visions
TOUGS2-E
4,520
209,566
$62,141

6

$183
154.13
Public Social / Meeting Hall
109.6
+41%

19.8kwDC
19.XW-DC
53kW, 172kWh
$32,011
$15,360

8.2 years

Solar needed to offset 100%lectricity usage 132kWDC

PV Installation Type | Area (Sq. ft.) | Estimated System Size (KO

Carport
2 Carport
3 Carport
4 Carport

2,474 34.5
2,496 34.8
2,410 33.6
2,410 33.6
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FigureA-1. Solar PV Siting at Cypress Communlty Center

Cypres€Community Center is open from 9a9pm on weekdays, 9arhOpm on Saturdays, and noon

6pm on Sundays. The meter data provided does not show net metering, so the existing I3@BBdlar

PV drives the load to zero during sun hours. Generation metering faxisting solar shows that the

Solar PV generates 30,000kWh per year, but the facility still consumes over 200,000kWh péngrear

is still room for more solar. Note that even with electric load reduction from the existing solar, Cypress

has a high EWWompared to average. If solar PV production were factored back in, the EUI would be even
higher. The facility maintains an overnight load yeaund of 13kW from 10pr6am- presumably

LI NJAYy3 €20 FyR LI GK € A3K0GA yasbnseniptiod ($NEBOANFeRIS Y (1 & H p
rates). CSE recommends tGayinvestigate if the overnight load could be reduced by adding proximity

sensors or more efficient light fixtures.
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Deerfield Community Center
Deerfield Community Center is a mule faciliy that offers a variety of classes for the
community.It includesa multipurpose room, a craft room, patio spa@doutdoor and playground
amenities.

TableA-2. DER Analysis at Deerfield Community Center

Existing Facilitynformation

Address 55 Deerfield West
Rate Tariff TOUGS2-D
Square Footage 3,543

Annual ElectricityConsumption (kWh) 68,006

Average AnnuaElectricityBill $13,337

Annual Gas Consumption (Therms) 251

Annual Gas Bill $451

Energy Usage Intensity 79.22

EUI Building Type Public Social / Meeting Hall
National Average EUI (kBtu/ft2) 109.6
Comparison to National Average -28%

SolarPV 43kW-DC

Battery Energy Storag8ystem 7kW, 25kWh

Net Present Value (2§ear estimate) $8,753

Annual Power Bill savings $9,522

Simple Payback 9.9 years

Solar needed to offset 100%ectricity usage 48kW-DC

PV Installation Type Area (Sq. ft.) | EstimatedSystem Size (kVDQ

Roof 2160 30.16
2 Roof 1129 15.7

City of Irvine DER Implementation Ple 4
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FigureA-3. Solar PV Siting dbeerfield Community Center

Deerfield Community Center is open from 9&mpm on weekdays, 9arhOpm on Saturdays, and noon

cllY 2y {dzyRIFedad 5SSNFASEt RQA

of air conditioning in the summer increases the averagé/gmak from 9kW in the winter to 16kW in
the summer and increases average daily energy consumption by 67%. The overnight loa&&b@pm
accounts for 25% of total energy consumption and is presumably parking and path lighting ($1,976 at

off-peak rates). 8E recommends th€ityinvestigate if the overnight load could be reduced by adding

proximity sensors or more efficient light fixtures.

CSE recommends following with the results of the historical energy audit to see if improvements can
be made to the HVAC and lighting load. Since most of the demand occurs in the daytime, installing solar

PV could also be an effective way to offset daytime load.
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FigureA-4. Load Profiles at Deerfield Community Center
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TableA-3. Deerfield Existing Energy Audit Results by AESC (2013)

- Recommendations

1. Upgrade all existing light fixtures in the community center to reduced wattage and remove (:
lamps from the (4) lamp fixtures.

2. Replace track lighting in thaultipurpose rooms with dimmable fixtures

3. Install interior occupancy sensatgoughout the community center

4. Install day lighting control& the multipurpose room and office. These rooms have sufficient
lighting from windows and skylights

5. Install occpancy sensors on the Tennis, Volleyball, and Squash courts

6. Replace exterior HigRressure Sodium (HPS) Path lighting with LED

7. Install thermostat controls in both multipurpose rooms to adjust HVAC based on occupancy

8. Replace existing enraf-life HYAC egpiment with high efficiency rooftop units with gas heating

and economizer unit
9. Install vending machine controls to turn off lighting and compressors based on demand

Harvard Community Center
Harvard Community Center is a mule facility located within Harvard Community Park that offers a
variety of classes and activities to the community.

TableA-4. DER Analysis afarvardCommunity Center

Existing Facilitynformation

Address 14701 Harvard Ave
Rate Tariff TOUGS2-E

Square Footage 3,611
AnnualElectricityConsumption (kWh) 110,878

Average AnnuétlectricityBill $20547

Annual Gas Consumption (Therms) -
Annual Gas Bill -

EnergyUsage Intensity 112.15

EUI Building Type Public Social / Meeting Hall
National Average EUI (kBtu/ft?) 109.6

Comparison to National Average +2%

SolarPV 5kW-DC

Battery Energy Storage System 4kW,26kWh

Net Present Value (2ear estimate) $1,510

Annual Power Bill savings $2,080

Simple Payback 10.92 years

Solar needed to offset 100&tectricityusage 75kWDC

City of Irvine DER Implementation Ple 6



PV Installation Type | Area (Sq. ft.) | Estimated System Size (kQ

Carport 2883 40.2
2 Roof 1807 25
3 Carport 1183 16.5

R T a

e s i

FigureA- 5 Solar PV Sltlng a:tlarvardCommunlty Center

Harvard Community Center operates fror®d@m on weekdays, 9athOpm Saturdays, and noespm on
Sunday. Despite having short operating hours on weekdays, the additional load from air conditioning
can be seen running from 6a8pm in the summer and fall. CS#ommends examining the HVAC
schedule at Harvard to make sure it is consistent with occupied hours.

Overnight (186am), the facility maintains an average of 8kW yeamd. This overnight load can exceed
the daytime load during the winter and spring when air conditioning use is low and accounts for 35% of
total energy consumption ($3,195 at gfeak rates). This load is likely parking lot and path lighting. CSE
recommends tle Cityinvestigate if the overnight load could be reduced by adding proximity sensors or
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more efficient light fixturesCuriously, when compared to utility bill consumption, interval data suggests
that Harvard consumed much leskectricitythan what was sown on the utility bill for the same meter.
CSE suggests working with SCE to determine if metering is being performed correctly.

TableA-5. HarvardEnergy Audit Results by AESC (2012)
| [Recommendations ===
1. Replace interior lightixtures with lower wattage units

2. Install occupancy sensors in rooms where occupancy is not continuous such as restrooms :
offices

3. Install vending machine controls to turn off lighting and compressors based on demand
4. ReplacHighPressure Sodium (HPS) exterior path lighting with lower wattage fixtures

Lakeview Senior Center

Lakeview Senior Center is a multie facilitythat offers classesnd activities catered to people ages 50
and older.Thisfacility includes a game room, meeting room, two multipurpose rooms, a craft room, an
auditorium, a studio, a café, a kitchen, a patio, and a rose garden.

TableA-6. DER Anlysis atLakeview SenioCenter

Existing Facility Information

Address 20 Lake Road
Rate Tariff TOUGS2-D
Square Footage 26,500
AnnualElectricityConsumption (kWh) 679,667
Average AnnudtlectricityBill $101,490
Annual Ga€onsumption (Therms) 11,848
Annual Gas Bill $10,518
Energy Usage Intensity 129.64

EUI Building Type Public Social / Meeting Hall
National Average EUI (kBtu/ft?) 109.6
Comparison to National Average +18%

Recommended Solar anfitorage System

SolarPV 260kWDC
Battery Energy Storage System 43kW, 131kWh
Net Present Value (2fear estimate) $40,543
Annual Power Bill savings $55,744
Simple Payback 10.16 years
Solar needed to offset 100&tectricityusage 428kWDC

City of Irvine DER Implementation Ple
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Recommended Systerior Resilience

SolarPV 126kW-DC
Battery Energy Storage System 27kW,53kWh
Diesel Generator 44kW

Net Present Value (2fear estimate) -$20,834
Annual Power Bill savings $20,711
Simple Payback 11.80years
Diesel Fuel consumed indayoutage 328 Gallons
1 Carport 6,789 94.6

2 Carport 3,109 43.3

3 Carport 2,808 39

4 Carport 3,486 48.6

5 Carport 3,195 44.5

6 Carport 7,833 109

7 Carport 7,831 102

AN

3

7 FigureA-7. Solar PV Siting dtakeview SenioCent-er

Lakeview Senior Center operates from 8&pm on weekdays and is closed on weekends. Additionally,
it is reservable at other times throughout the week. Lakeview experiences a spike in demand frem 4pm
10pm daily when the center is reservable for classesamtidities.
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Lakeview maintains an exceptionally large overnight load, 65kW on average. This is larger than the peak
demand of many othe€ityfacilities. At 27% of total blaiing consumption ($22,019 at gfieak rates).

CSE recommends tl@Etyinvestigate if the overnight load could be reduced by adding proximity sensors
or more efficient light fixtures.

Lakeview Weekday Load Lakeview Weekend Load
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Laleview also acts as an emergency shelter for the City, and it contains a commercial kitchen that cooks
meals for vulnerable senior citizens. CSE performed a resiliency analysis to determine the minimum
combination of solar, BESS, and traditional diesel ggoerequired to last a -tlay outage.

This analysis assumes that 50% of the site load will receive backup power in an outage, and that the

outage occurs on the day with the highest peak demand of the year (August 26th). The same financial
assumptions wex made about solar and storage ($2700AC for solar, and $1000/kWh for BESS).

$500/kW-AC was assumed for the diesel generator. Unlike the financial analyses, a resiliency analysis

targets the smallest system required to last for a specified outage. thatehis is the minimum

NBIljdZANBRE FYyR Fyeé FTRRAGAZ2YIFE SldALYSYyld gAftf AyONB

Analysis returned 126k C Solar, 27kW/53kWh BESS, and 44kW Diesel generator. This configuration
would last the outage in the ggn year (2019), and based on historical data, this configuration has a 69%
chance of lasting the full 168 hours in a typical year without a break in power.

TableA-7. LakeviewEnergy Audit Results bgouthern California Edison (SCE) (2009)

- Recommendations

1. Replace the Mercury Vapor lamps in the Senior Center Dining Room with more efficient lan
2. Replace the incandescent lamps in the Senior Center Dining Room with more efficient lamg

City of Irvine DER Implementation Ple 10
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restrooms

Replace thexisting metal halide lamps in the Auditorium with more efficient lamps
Replace the existing incandescent spotlights in the Auditorium with more efficient lamps
Replace the incandescent Exit signs with LED Exit signs

Install occupancy sensors to tuoff lights in areas such as offices, conference rooms and

7. Install IT software to automatically control the power settings of networked personal comput
8. Install vending machine controls to turn off lighting and compressors based on demand

Las Lomas Community Center

Las Lomas Community Center is a rmust facilitythat offersa variety of classes for the
community.lt includesa multipurpose room, a small patio space, a warming kitchemaft room, two

picnic shelters, and outdoor playgrnd amenities.

TableA-8. DER Analysis dtas Lomas Community Center

Existing Facility Information

Address

Rate Tariff

Square Footage
AnnualElectricityConsumption (kWh)
Average AnnudtlectricityBill

Annual Gas Consumption (Therms)
Annual Gas Bill

Energy Usage Intensity

EUI Building Type

National Average EUtBtu/ft?)
Comparison to National Average

10 Federation Way

AL:2 Flat Rate (Metered, NehOU)
5,093

224,853

$58,358

972

$1,307

168.88

Public Social / Meeting Hall
109.6

+54%

Recommended Solar and Storage System

SolarPV

Additional Battery Energy Storage System
Net Present Value (2ear estimate)
Annual Power Bill savings

Simple Payback

Solar needed to offset 100&tectricityusage

98kW-DC
111kw, 386kWh
$61,102
$42,264

10.3 years
145kwWDC

PV Installation Type | Area (Sq.ft.)| Estimated System Size (KO

Carport
2 Carport

9,070
9,070

126
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FigureA-9. Solar PV Siting dtas Lomas Community Center

Las Lomas operates from 9apm weekdays, 9ariOpm Saturdays, and noeégpm on Sunday. Las
Lomas maintains a very low daytime load yeaund, with a large spike in the evenings frori@pm.
The nighttime load, though it looks small compared to the evespile, is actually quite large at 21kW
average and accounts for 27% of the total site load ($6,516). This load is likely parking lot and path

lighting. The historical energy audit made several suggestions to address the exterior lighting loads.
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TableA-9. Las Lomas Existing Energy Audit Results by AESC

Recommendations

Install occupancy sensatfsroughout the community center to control interior lighting

Install daylight controls on the multipurpose room and offices to redigiging usage when
daylight provides sufficierighting

Install occupancy sensors to control the Basketball and Tennis Court lighting

Replace Exterior Higressure Sodium (HPS) Path and Parking Lot lighting with LED

Repair the Economizer functioitglto each of the three Carrier units

Install controls to adjust heating and cooling in the Multipurpose Rooms based on occupanc
Install vending machine controls to turn off lighting and compressors based on demand

N
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Northwoods Community Center
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picnic area.

TableA-10. DER Analysis atorthwoods Community Center

Existing Facility Information

Address 4531 Bryan Ave
Existing Distributed Energy Resources 22.89kWDCSolar PV
Rate Tariff TOUGS2-E

Square Footage 7,560
AnnualElectricityConsumption (kWh) 107,234

Average AnnudtlectricityBill $22,748

Annual Gas Consumption (Therms) -
Annual Gas Bill -

Energy Usage Intensity 50.32

EUI Building Type Public Social / Meeting Hall
National Average EUI (kBtu/ft?) 109.6

Comparison to Nationaverage -51%

ExistingSolar PV 22.89kWDC

Additional Solar PV OkW-DC

Battery Energy Storage System 21kW, 112&kWh

Net Present Value (2fear estimate) $21,070

Annual Power Bill savings $6,955

Simple Payback 2.34years
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Solar needed to offset 1008tectricityusage  68kW-DC

PV Installation Type | Area (Sq. ft.) Estimated System Size (KO

Carport 6,305
2 Carport 1,902 31

2 "1"Qiormv%0d Corﬁﬁmny Centergi
7 \
o o AN X

FigureA-11. Solar PV Sitingt Northwoods Community Center

Northwood Community Center is open from 9&@pm on weekdays, 9ashOpm Saturdays, and noen

6pm on Sunday. The effects of the existing solar can be seen by the dip in the middle of the day, with
the system exporting some power on the weekends. The nighttiraeé is fairly large at 11kW and
accounts for 30% of net load at the site ($4,717 atpafék rates). This load is likely parking lot and path
lighting. CSE recommends the City investigate if the overnight load could be reduced by adding
proximity sensor®r more efficient light fixtures.
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Solar generation data only recorded 5,690kWh (5% of site load) of solar generation in 2019; analysis
shows that it could have produced as much as 37,000kWh (33% of site load). CSE recommends
inspecting the solar installation at Northwoods to ensure itgsrating properly.

Northwood Community Center Northwood Community Center
Weekday Load Weekend Load
40 Winter 30 Winter
e— SDriNg — Sri
9 =Summer 2o —Sszwnrger
30 Fall 20 P
2 =
< 25 < 15
'8 e
g 20 S 10
5 5
] 15 a 5
10 0
5 -5
0 -10
PIFI ISR PSIFEIPLPSESIESIESIIRISISP
Q q, b‘ ‘bQ S \QQ \()/Q ,\D‘Q \‘.OQ \%Q Q,QQQ,Q'Q S "LQ S Q) ‘b Q\%Q ,\VQ,\ Q'\ Qq, S ({}Q

Turtle Rock Community Center

Turtle Rock Community Center is a muksie facility that offers a variety of classes for the

community.lt includesa multipurpose room, a small patio space, a warming kitchen, a meeting room, a
craft room,a picnic area, and outdoor playground amenities.

TableA-11. DER Analysis at Turtle Rock Community Center

Existing Facility Information

Address 1 Sunnyhill Drive
Rate Tariff TOUGS2-D
Square Footage 12,574
AnnualElectricityConsumption (kWh) 232,496
Average AnnudtlectricityBill $46,542

Annual Gas Consumption (Therms) 1,949

Annual Gas Bill $2,210

Energy Usage Intensity 80.4

EUI Building Type Public Social / Meeting Hall
National Average EWBtu/ft2) 109.6
Comparison to National Average -27%

Recommended Solar and Storage System

City of Irvine DER Implementation Ple 15



SolarPV 90kW-DC

Battery Energy Storage System 38kW, 128kWh
Net Present Value (2fear estimate) $20,401
Annual Power Bill savings $24,013
Simple Payback 10.47 years

Solar needed to offset 100&tectricityusage  155kW-DC

PV Installation Type | Area (Sq. ft.) Estimated System Size (KO

Carport 3,948
2 Carport 1,958 27
3 Carport 6,864 95

Turtle Rock’Co\mmum\y Park

{_;_L ll
FigureA-13. Solar PV Sitingt Turtle Rock Community Center

Turtle Rock operates from 9apm on weekdays, 9ariOpm Saturdays, and noepm on Sunday.
Year round, the center experiences a large spike in demand in the evening,-t@pn¥ The addition

of daytime air conditioning in the warmer months increases energy consumption by 30% from winter to
summer.
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Despite having shorter operating hours on weekends, the center maintains a very similar load profile as
on weekdays. This suggests that the air conditioning schedule could be adjusted to follow operating
hours more closely, particularly on Sundays.
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University Community Center

University Community Center is a muie facility with two buildings thaiffer avariety of classes for

the community. Building #1 includes a multipurpose room, craft room, and kitchen. Building #2 includes
a multipurpose room andourtyard, a kitchen, and an exercise room. The center also features a variety
of athletic fields and courts.

TableA-12. DER Analysis at University Community Center

Existing Facility Information

Address 1 Beech Tree Lane
Existing Distributed Energy Resources 3.7kWDCSolar PV

Rate Tariff AL-2 Outdoor Area Lighting (Metered, TOU)
Square Footage 9,131
AnnualElectricityConsumption (kWh) 237,153

Average AnnudtlectricityBill $24,290

Annual Ga€onsumption (Therms) 2,049

Annual Gas Bill $2,275

Energy Usage Intensity 109.6

EUI Building Type Public Social / Meeting Hall
National Average EUI (kBtu/ft?) 109.6

Comparison to National Average +2%

ExistingSolar PV 3.7kWwDC
AdditionalSolarPV 53kWDC

Battery Energy Storage System 55kW, 242kWh

Net Present Value (2fear estimate) $20,734

Annual Power Bill savings $22,177

Simple Payback 10.49 years

Solar needed toffset 100%electricityusage  151kWDC

PV Installation Type | Area (Sq. ft.) Estimated System Size (kBQ
1 65

Carport 3770
2 Carport 7467 104
3 Roof 2356 32
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Demand (kW)

FigureA-15. Solar PV Siting dafiniversity Community Center

University Community Center operates from 98pm on weekdays, 9athOpm Saturdays, and noen
6pm on Sunday. Despite having 3.0& ofonsite solar, this system is so undersized as to not even
register on its daily load profile. The center experiences a large spike in demanayedrfrom 4

10pm. These spikes only account for 41% of total load, with the 16kW baseload accountingést.the

This baseload represents the largest opportunity for redueiegtricityconsumption.
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Woodbury Community Center
Woodbury Community Center is a mule facility that offers a variety of classes for the community. It

includes a multipurpose roonkjtchen, courtyard, picnic shelters, and athletic fields and basketball
courts.

TableA-13. DER Analysis at Woodbury Community Center

Existing Facility Information

Address 130 Sanctuary

Rate Tariff AL:-2 Flat RatéMetered, NonTOU)
Square Footage 4,001
AnnualElectricityConsumption (kWh) 100,254

Average AnnudtlectricityBill $18,493

Annual Gas Consumption (Therms) 400

Annual Gas Bill $609

Energy Usage Intensity 91.23

EUI Building Type Public Social / Meeting Hall
National Average EUI (kBtu/ft?) 109.6

Comparison to National Average -17%

SolarPV 11kWDC

Battery Energy Storage System 9kW, 57kWh

Net Present Value (2fearestimate) $4,323

Annual Power Bill savings $4,655

Simple Payback 10.51 years

Solar needed to offset 100&tectricityusage 61kWDC

PV Installation Type | Area (Sq. ft.) Estimated System Size (KO

Carport 6628
2 Roof 1248 21
3 Carport 1067 18
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FigureA-17. Solar PV Siting at Woodbury Community Center

Woodbury Community Center operates from 9&mpm on weekdays, 9athOpm on Saturday, and
noon-6pm on Sunday. Woodbury carries an excessively high nighttime load of 15k\Méyedr much
higher than the occupied daytime load for most of the day. This accqugtdNJ n m’> 2 F (1 KS
consumption ($4,400 annually). CSE suggests addressing the nighttime load to reduce overall energy
consumption. This is likely due to exterior path and parking lot lighting, and the historical energy audit
makes several suggtions to reduce the exterior lighting load.
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Recommendations

1.
2.

S| ©v| Gl 5| €8

TableA-14. WoodburyExisting Energy Audit Results by AE3@13)

Replace Metal Halide (MH) decorative lighting in the lobby with LED fixtures

Installdaylight controls on the multipurpose room and offices to reduce lighting usage when
daylight provides sufficierighting

Install occupancy sensors in the restrooms

Install occupancy sensors on the exterior Basketball Court lighting

Replaceexterior path and parking lot fixtures with LED

Install thermostat controls in the multipurpose room to adjust HYAC based on occupancy
Install vending machine controls to turn off lighting and compressors based on demand

City of Irvine DER Implementation Ple
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Quail Hill Community Center

Quail Hill Community Center offers a variety of classes for the commuinitizludesone large

classroom, a multipurpose room, an exercise room, a lobby, patio space, and outdoor and playground
amenities.

TableA-15. DER Analysig &uail Hill Community Center

Existing Facility Information

Address 39 Shady Canyon
Existing Distributed Energy Resources 45.3kWDCSolar PV
Rate Tariff TOUGS2-E

Square Footage 15,277
AnnualElectricityConsumption (kWh) 266,035

Average AnnudtlectricityBill $42,034

Annual Gas Consumption (Therms) 93

Annual Gas Bill $294

Energy Usage Intensity 62.54

EUI Building Type Public Social / Meeting Hall
National Average EUI (kBtu/ft2) 109.6

Comparison tdNational Average -43%

ExistingSolar PV 45.3kwWDC
AdditionalSolarPV OkW-DC

Battery Energy Storage System 10kW, 63kWh

Net Present Value (2fear estimate) $10,533

Annual Power Bill savings $3,637

Simple Payback 5.86 years

Solar needed to offset 100&tectricityusage  139kWDC

PV Installation Type | Area (Sq. ft.) Estimated System Size (KO

Roof 3348 58.4
2 Carport 4140 72.2
3 Carport 5207 90.8
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Demand (kW)

FigureA-19. Solar PV Siting at Quail Hill Community Center

Quail Hill Community Center operates from 38pm on weekdays, 9arhOpm on Saturday, and noen

6pm on Sundays. The affect of the 45.3B@ solar system can be seen, reducing theicheyload to

about the same level as the nighttime load. Despite having shorter operating hours on weekends, the
center maintains a higher average load as on weekdays. This suggests that lighting and air conditioning
schedules could be adjusted to followerating hours more closely, particularly on Sundays.

Quail Hill maintains a large nighttime load of 31kW, accounting for 34% of the remaining load after solar
($13,61%nnually at offpeak rates). This load is likely due to exterior parking lot and path lighting. CSE
recommends the City investigate if the overnight load could be reduced by adding proximity sensors or
more efficient light fixtures.

40

35

30

25

20

15

10

5

0

Qualil Hill Weekday Load

e \\\/inter
e Spring
— SUmmer
Fall

RIS

Q‘Lb&b%,\b,\%,\b&,&Q\%%rﬂ

Demand (kW)

45
40
35
30
25
20
15
10

5

0

Quail Hill Weekend Load

e \\\/iNtEr
— SPriNg
— SUMmMer
Fall

NN QQQQQQQQQQQQQQQQQ Q

Q’Lb&b%,@,{‘lx,\b&,\b,\%%(ﬂ

City of Irvine DER Implementation Ple 24



Portola Springs Commutyi Center

Portola Springs Community Center is a mudie facilitythat offersa variety of classes for the
community.It includesa multipurpose room, meeting room, Native American Wing: Acjachemen Room,
patio space, and outdoor and playground amenities.

TableA-16. DER Analysis at Portola Springs Community Center

Existing Facility Information

Address

Existing Distributed Energy Resources
Rate Tariff

SquareFootage
AnnualElectricityConsumption (kWh)
Average AnnuéttlectricityBill

Annual Gas Consumption (Therms)
Annual Gas Bill

Energy Usage Intensity

EUI Building Type

National Average EUI (kBtu/ft?)
Comparison to National Average

900 Tomato Springs
58.85kWDCSolar PV
TOUGS1-D

12,553

34,071

$7,087

1,233

$1,504

17.10

Public Social / Meetingall
109.6

-14%

Recommended Solar and Storage System

ExistingSolar PV

Additional Solar

Additional Battery Energy Storage System
Net Present Value (2gear estimate)
Annual Power Bill savings

Simple Payback

Solar needed to offset 100&tectricityusage

58.85kWDC
OkW-DC
7kW, 22kWh
$4,475
$1,596
0.51years
Okw-DC

No additional solar PV needed at Portola

PortolaSprings Community Center operates from 98pm on weekdays, 9athOpm on Saturday, and
noon-6pm on Sunday. The effect of the 58.85KMZ Solar PV can be seen by the large midday dip,
exporting a large amount alectricity. The solar PV at portola offsets@B8 ofelectricityused by the

Center. On average, Portola consumes 91kWh of grid energy per day while exporting 159kWh of solar
energy per day. Grid energy consumed is highest in the fall at 10@leWayon average, when air
conditioning is still in usébut PV generation is decreasing. A battery energy storage system (BESS) in
this range (91kWRL09kWh) paired with the solar could bring the net load of the site to zero and power

Portola from 100% renewable energy.
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Portola Weekday Load Portola Weekend Load

Demand (kW)
weliianiu \l\\l\l/

Los Olivos Community Center

Los Olivos Community Center is a muliée facilitythat offersa variety of classes for the
community.lt includesa multipurpose room, warmingtichen, patio space, and outdoor and
playground amenities.

TableA-17. DER Analysis at Los Olivos Community Center

Existing Facility Information

Address 101 Alfonso

Existing Distributed Energy Resources 58.85kWDCSolar PV
Rate Tariff TOUGS2-E

Square Footage 8,495
AnnualElectricityConsumption (kWh) 24,745

Average AnnudtlectricityBill $3,100

Annual Gas Consumption (Therms) 5

Annual Gas Bill $305

Energy Usage Intensity 39.11

EUIBuilding Type Public Social / Meeting Hall
National Average EUI (kBtu/ft?) 109.6

Comparison to National Average -64%

Recommended Solar and Storage System
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Existing Solar PV

AdditionalSolarPV

Battery Energy Storaggystem

Net Present Value (2fear estimate)
Annual Power Bill savings

Simple Payback

Solar needed to offset 100&tectricityusage

58.85kWDC
OkW-DC
4kW, 21kWh
$2,988
$1,227
0.49years
OkW-DC

No additional solar PV needed &ibs Olivos

Los Olivos Community Center is open from Spm weekdays, 9arhOpm Saturday, and noeBpm on

Sunday. Los Olivos is a fairly new building, opening its doors in early 2019, with the 5885&dar PV

system turred on in June 2019. With incomplete data from 2019 and 2020 data skewed by-C®VID

aKdziR2gyasz AG A& RATFTTFAOIAL @

we estimate Los Olivos consumed 27% édastricityin 2020 corpared to 2019.

Based on these assumptions, CSE estimates the average daily consumption at Las ki@ kWh,
while the solar PV generates 266kWh per day, offsetting 14 @teciricityconsumption. On average
the Center draws 68kWh of grid energy per day. Grid energy consumed is highest in the winter at
80kWh on average. A battery energy storagsteymn (BESS) in this range (68k8kWh) paired with

the solar could bring the net load of the site to zero and power Los Olivos from 100% renewable energy.

Demand (kW)
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Sweet Shade Ability Center

Sweet Shade Ability Center is the home of City of Irvine's Dis&®glitsices. The center features a
multipurpose room, kitchen, courtyard, garden, and play area. The center provides Disability Services
programs to the community.

Table18. DER Analysis at Sweet Shade Ability Center

Existing Facilit Information

Address 15 Sweet Shade

Rate Tariff AL:-2 Flat Rate (Metered, NehOU)
Square Footage 3,000

AnnualElectrigty Consumption (kWh) 72,519

Average AnnudtlectricityBill $12,792

Annual Gas Consumption (Therms) -
AnnualGas Bill -

Energy Usage Intensity 80.7

EUI Building Type Outpatient Rehab / Physical Therapy
National Average EUI (kBtu/ft?) 138.3

Comparison to National Average -42%

SolarPV 3kW-DC

BatteryEnergy Storage System 3kW, 15kWh

Net Present Value (2ear estimate) $1,175

Annual Power Bill savings $1,261

Simple Payback 10.5 years

Solar needed to offset 100&tectricityusage  46kW-DC

PV Installation Type | Area (Sq. ft.) Estimated System Size (KN
1 785 11

Roof
2 Carport 2,679 37.3
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FlgureA 23 Solar PV Siting at Sweet Shade Ablllty Center

Sweet Shade Ability Center operates from 188pm MondaySaturday. The center has a very small
daytime load, even in the summer when air conditioning is most used. By comparison, it has an
exceptionally high nightime load, 10kW on average yeand. The ightime load accounts for 43% of
i KS O slgtiiicByNamsumption ($3,237). This load is likely parking lot and path lighting.

Despite being closed after 6pm, the center experiences a small spike in demand fro&0ppm This
spike is most pronounced in the Winter and Fall. CSE recommends that both the evening peak and
overnight load be investigated for energy efficiency oppottiesi
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14 —Winter 14 e \NiNtEF
—gprlng e Spring
= >ummer e Summer
¥ Fal . Fal
10 10
< s Z s
e ©
8 6 g 6
£ £
(O] (O]
O 4 o 4
2 2
0 0
QQQQQQQQQQQQ P PP PEIISIEISSIISLSI®
Q q, D‘Q ©Q %Q \QQ 'O/Q \b‘Q ,\QQ \%Q (19%(19/0 QQ (1/0 D‘Q CoQ CbQ \QQ ,\’1, ,\b‘Q ,\foQ \%Q(LQ ({)/Q

City of Irvine DER Implementation Ple 30



Special Facilities
Rancho Senior Center

Rancho Senior Center is a mulsie facilitythat offersclassesand activitiescateredto people ages 50
and older.Thisfacility includes three multipurpose rooms, a ballrocangda warming kitchen.

Tabe A-19. DER Analysis at Rancho Senior Center

Existing Facility Information

Address 3 Ethel Coplen Way
Rate Tariff TOUGS2-E

Square Footage 8,779
AnnualElectricityConsumption (kWh) 91,744

Average AnnuéklectricityBill $17808

Annual Gas Consumption (Therms) 368

Annual Gas Bill $576

Energy Usage Intensity 38.11

EUI Building Type Public Social / Meeting Hall
National Average EUI (kBtu/ft2) 109.6

Comparison tdNational Average -65%

SolarPV 9kW-DC

Battery Energy Storage System 7kW, 37kWh

Net Present Value (2fear estimate) $4,596

Annual Power Bill savings $3,578

Simple Payback 9.73 years

Solar needed toffset 100%electricityusage 56kW-DC

PV Installation Type | Area (Sq. ft.) Estimated System Size (kiQ
1 19

Roof 1428
2 Roof 2642 36
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FigureA-25. Solar PV S|t|ng at Rancho Senior Center

Rancho Senior Center is open from 8&pm on weekdays, but is reservable on weekday evenings 6
10pm, and on weekends 8aff®Opm. Weekday load at the Center begins to pick up betweéam,
indicating that there may be opportunities for energy efficiency Bysting HVAC and lighting

schedules to follow the operating hours more closely. The seasonal effect of air conditioning can be
seen, increasing the daily peak demand from 14kW in winter to 22kW in summer, and increasing total
energy consumption by 31%nce most of the demand occurs in the daytime, installing solar PV could
be an effective way to offset daytime load.
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Northwood High School Aquatics Center

TheNorthwood Aquatics Center features a-Bieter pool.The Aquatic Center has shared use by the
High School and public. The pool is used for instructional and recreational purposes, as well as
competitive events.

TableA-20. DER Analysis at Northwood High School Aquatics Center

Existing Facility Information

Address 4515 Portola Parkway
Rate Tariff TOUGS2-E

Square Footage 650
AnnualElectricityConsumption (kWh) 185,148

Average AnnudtlectricityBill $31202

Annual Gas Consumption (Therms) 59,100

Annual Gas Bill $44,794

Energy Usage Intensity 279.87

EUI Building Type Recreatiorn; Swimming Pool
National Average EUI (kBtu/ft?) 112.0

Comparison tdNational Average +150%

SolarPV 20kW-DC

Battery Energy Storage System 22kW, 104kWh

Net Present Value (2ear estimate) $9,962

Annual Power Bill savings $9,103

Simple Payback 9.8 years

Solameeded to offset 100%lectricityusage 129kW-DC

PV Installation Type | Area (Sq. ft.) Estimated System Size (KN
1 21

Roof 1523
2 Roof 896 12
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FigureA-27. Solar PV Siting at Northwood High Schéajuatics Center

Northwood Aquatics operates from 4:&pm on weekdays. The historical energy audit also indicates
that the facility is used by Northwood High School from &pm. It is open on the weekends as

needed. Northwoods maintains a consistent laadund 21kW yearound from midnight until 7pm,

when it has a large dip in demand, additionally, it experiences a large peak demand on weekdays from
4-9pm, the hours in which it is open to the public. The biggest impact to energy efficiency will be
achievel by addressing this yeaound baseload (73% of total energy consumption).

Northwoods was also screened for Combined Heat and Power (CHP) but did not show a favorable
outcome.
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TableA-21. Northwood Aquatics CenteExisting Energy Audit Results Bynergy Network (2016)

Recommendations

1.
2.

e

Replace the existing Pool Boiler with a high efficiency indirecbfiiler

Install a Solar Thermal water heating system on the roof to supplement the boilers and redt
natural gas usage

Replace the shower water heaters with a high efficiency tankless water heater

Install low flow faucet aerators on thehowers

Replace all exterior lighting andjpool lamps with LED
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William Woollett Jr. Aquatics Center

The worldrenowned William Woollett Jr. Aquatics Center provides a world class venue for local,
regional, and national competitive events and faatsitwo 50meter pools and a 2§ard instruction

pool. The pools, a multipurpose meeting room, and concession stand are also available for reservation.

TableA-22. DER Analysis at William Woollett Jr. Aquatics Center

Existing Facility Information

Address 4601 Walnut Ave.
Rate Tariff TOUGSS3-D
Square Footage 13,000
AnnualElectricityConsumption (kWh) 1212846
Average AnnudtlectricityBill $185,236

Annual Gas Consumption (Therms) 151,336

Annual Gas Bill $105,677

Energy Usage Intensity 1,458

EUI Building Type Recreatiorn; Swimming Pool
National Average EUI (kBtu/ft?) 112

Comparison to National Average +1,202%
SolarPV 10kWDC

Existing Battery Energy Storage System 223kW, 446kWh
Additional Battery Energy Storage System  18kW,56kWh

Net Present Value (2fear estimate) $10,491
Annual Power Bill savings $5,646
Simple Payback 8.6years

Solar needed to offset 100@tectricityusage  728kW-DC

RecommendedCombined Heat and PoweryStem

CHP System 208kW*
Carport 2,636 36.8
2 Carport 7,618 132.8
3 Carport 602 10.5

*William Woollett was screened for Combineé@dd and Power (CHP) and showed favorable results for a
208kW CHP system estimated to cost approximately $604,000 and have an estimated payback of about
9 years. Preliminary results show a potential for approximately $67,000 annual operating cost savings
with an 11.1% return on investment (ROI). Please see the combined Heat and Power section of this
report for the results and financial payback.
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FigureA-29. Solar PV Siting awilliam Woollett Jr. Aquatics Center

William Woollett Jr. Aquatics Center is open from 68pm on weekdays, and 8anoon on weekends.
William Woollett is the second largest energy consumer byQhg accounting for 10% @ity-wide

energy use. Due to thiarge amount of natural gas consumed to heat the pools, it is also responsible for
27% of all GHG emissions produced by City buildings.

Year round, William Wadlett experiences a spike in demand fror®@gm - including on weekends, when
the center is not open. Overnight, the Center maintains a load of 80kW, accounting for 886ta€ity
consumption ($25,719 at offeak rates). Due to the large amount of eggrconsumption and lack of
historical audit, CSE recommends William Woollett undergo a ftditerenergy audit.
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Curiously, when compared to utility bill consumption, interval data suggests that William Woollett only
consumed around half of thelectricitythan what was shown on the utility bill for the sameeter. CSE
suggests working with SCE to determine if metering is being performed correctly at William Woollett.

Trabuco Center

Trabuco Center is a mutltise facilitythat offers classesnd activities catered to people ages 50 and
older. Thiscenter includes a multipurpose room, classroamayrmingkitchen, and patio.

TableA-23. DER Analysis at Trabuco Center

Existing Facility Information

Address

Rate Tariff

Square Footage
AnnualElectricityConsumption (kWh)
Average AnnuétlectricityBill

Annual Gas Consumption (Therms)
Annual Gas Bill

Energy Usage Intensity
EUIBuilding Type

National Average EUI (kBtu/ft2)
Comparison to National Average

5701Trabuco Road
TOUGS2-E

7,130

61,336

$12,208

38.63
Public Social / Meeting Hall
109.6
-65%

Recommended Solar and Storage System

Existing Solar PV

AdditionalSolarPV

Battery Energy Storageystem

Net Present Value (2ear estimate)
Annual Power Bill savings

Simple Payback

Solar needed to offset 100&tectricityusage

35kWDC
OkW-DC
10kW,53kWh
$9,776
$3,299
0.81years
36kWDC

PV Installation Type | Area (Sq. ft.) EstlmatedSystem Size (kvDQ

Carport
2 Roof

2,388
2,263

39
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FlgureA -31. Solar PV Sltlng at Wllllam Woollett Jr. Aquatlcs Center

Trabuco Center Operates from 8a&pm on weekdays, and is reservable frori@pm on weekdays,
8am-10pm on weekends. The impact of the 35KMZ solar PV can be seen by the large dip midday,
exporting some power back to the grid in the sprilbe solar at Trabuco offsets 27% of tiectricity
consumed by the site. The Center maintains a nighttime load around 9k\Afgueraa, accounting for
43% of remaininglectricityafter solar ($3,867 annually at gieak rates).

Trabuco Weekday Load

Trabuco Weekend Load

20 e \\iNtEr 20 e \\/iNter
== Spring — Spring
— SUummer 15 — SUummer
15 Fall Fall
— —~ 10
ke} o 5
T T
g 5 e
[0) [} 0
o &)
0 -5
5 -10
Q O OO O O O OO D O O O Q O O O D O DO OO OO
Q° Q0 Q7 Q0 Q0 Q0 Q0 QO QOO Q° Q7 Q0 Q0 QO Q0 Q7 QO QO QO
Q‘Lb‘@%@,@,\b‘,@,\%qp(ﬁ/ Q‘Lb‘b%,@,\%,\b‘,{b\%@(i},

City of Irvine DER Implementation Ple

39



Great Park

The Orange County Great Park encompasses 1,300 acres of space, with 450 developed and 230 acres in
progress. The park features a variety of venues, such as the visitors center, balloon, carousel, and sports
arenas for soccer, tennis, volleyball, baskettadiseball, and softball.

The Great Park has six separate utility accounts to serve the various parts of the park. Due to the shared
nature of the space and many open areas, the park may be best served by DERS as an NEM aggregate
(NEMA) arrangement. NEM is designed to offset energy consumption costs from multiple service
accounts served by a single renewable generating system. In other words, energy from solar PV
generated anywhere in the park would be shared amongst the six utility accounts. Notlithest

purely a financial arrangement, and facilities will not be served directly by the solar PV.

TheCitycould also expand upon this model by adding energy storage and a microgrid controller. This
would allow the park to island in the event of an oggésor Public Safety Power Shutoff (PSPS). The solar
and storage would work in tandem to power the site, while the microgrid controller will prioritize the
critical loads while cutting power to neessential functions based upon the power available frorRSE
(this is known as loaghedding).

TableA-24. Summary of Solar and Storage Recommendations at Great Park Sites

Recommended

Solar and Admin Sst;);:i(;er; Baseball | Basketball| Softball Tennis Total
Storage Syste
Totallnstalled 15kW 121kW 60kW 144KkW
kWD kWD kWD
Solar DC 65 c DC 98 c DC DC 503 =
Additional
17kW, 148kW, 225kW, 165kW, 63kW, 72kW, 690kW,

Battery Energy
Storage System
Net Present

Value (25year  $8,281 $107,659 $124,476 $78,317 $31,841 $24,901 $242,718.00

76kWh  469kWh  788kWh  580kWh 237kWh 246kWh 2396kWh

estimate)
Annual Power
NNUALFOWET 6873  $46,474 $72,483 $53574 $24,893 $39,516 $136,892.00
Bill savings
10 10.8 9.75 10.83
Simple Payback 7 years 9.43 years 9.64 years
years years years years

Solar needed to

offset 100% 610kW  256kW  299kW 222kW 86kW 154kwW
electricity DC DC DC DC DC DC
usage

1,627kWDC
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FigureA-33. Solar PV Siting at Great Park

TableA-25. Potential Solar Sizing by Site @reat Park

Estimated System Si
PV Installation Type | Area (Sq. ft.) ' (kW Df) 4

Carport
Carport
Carport
Carport

A W N PP

1,694
1,200
1,558

TableA-26. Great ParkEnergy Audit Results by SoCalREN (2021)

2021 Energy Audit Results bgoCalREN

Upgradeinterior lightingto LED
Upgrade ArGallerylighting toLED
Upgrade exterior lighting to LED
Upgrade ports lighting to LED
Upgrade Great Balloon lighting to LED

Building Retro Comissioning (RCx) Buildings A, D, E, and Thisis a more extensive energy
audit that could involve ongoing monitoring @mperature and pressuténstalling additional
sensors, and upgrading equipmentoptimize HVAC control systems
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Demand (kW)

Great Park Visitors Center and AdmiBuildings

The Great Park Administration Building, Art Gallery, Artists Studio, Hangar 244, Visitors Center and
Visitor Support Building all share electrical servidee Great Park Visitors Center is open from 1:0am
8pm MondayWednesday, 10amdOpm Thursdagnd Friday, and 9arhOpm on weekends. The
remaining buildings are largely closed during the week and are open-4@anon the weekends.

TableA-27. DER Analysis at Great Park Visitors Center and Admin Buildings

ExistingFacility Information

Address

Rate Tariff

Square Footage
AnnualElectricityConsumption (kWh)
Average AnnudtlectricityBill

Annual Gas Consumption (Therms)
Annual Gasill

Energy Usage Intensity

EUI Building Type

National Average EUI (kBtu/ft2)
Comparison to National Average

8235 Great Park Blvd
TOUGS3-E

36,220

917,815

$142,518

88.44
Other¢ Stadium
112.0
-21%

Demand at the Park buildings is highest at night, averaging 63kWgeaa. This nighttime load
accounts for 37% of energy consumption by these buildings ($25,906 ¢ aikfrates). The baseload of
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the facilities is about 45kW, maintained yeaund. Thebiggest impact to energy efficiency will be
achieved by addressing this yeaund baseload (77% of total energy consumption).

Curiously, when compared to utility bill consumption, interval data suggests that these facilities
consumed much lesgectricitythan what was shown on the utility bill for the same meter. CSE suggests
working with SCE to determine if metering is being@ened correctly.

Championship Soccer Stadium A and Support Facility B

The Championship Soccer Stadium located in the Irvine Great Park seats up to 5,000 fans. The Stadium is
home to the Orange County Soccer Club and the California United Strikers Football Club. It features
locker rooms, concession stands, and a box office.

TableA-28. DER Analysis at Great Park Soccer Stadium A and Support Facility B

Existing Facility Information

Address 220 Corsair
Rate Tariff TOUGSS3-D
Square Footage 26,438
AnnualElectricityConsumption (kWh) 400,522
Average AnnudtlectricityBill $1065,473
Annual Gas Consumption (Therms) 5,516
Annual Gas Bill $5,411
Energy Usage Intensity 71.76

EUI Building Type Stadium
National Average EUI (kBtu/ft?) 112
Comparison to Nationaverage -36%
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Events occur at the Stadium at a variety of times throughout the day but are concentrated mainly in the
evenings between-9pm. The Stadium experiences a small spike in demand frora72aamon
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FigureA-35. Load Profiles at Great Park Championship Soccer Stadium and Support Facility
weekdays, yearound. The Stadium maintains a yeaund baselod around 36kW. This baseload
accounts for 73% dadlectricityconsumed by the Stadium and represents the largest opportunity for
reducingelectricityconsumption. CSE recommends that both the morning peak and continuous base
load be investigated for energpfficiency opportunities.

Championship Baseball Stadium E, Soccer Restrooms C, Baseball Support F

The Championship Baseball Stadium at the Great Park includes underground locker rooms, indoor luxury

boxes, broadcast booths and large video screens. ABanghservice with the stadium is a restroom
and support building. The Stadium is the future home of the Orange County Riptide baseball team.

TableA-29. DER Analysis at Great Park Baseball Stadium, Soccer Restrooms and Bagabait Su

Existing Facility Information

Address

Rate Tariff

Square Footage
AnnualElectricityConsumption (kWh)
Average AnnuéttlectricityBill

Annual Ga€onsumption (Therms)
Annual Gas Bill

Energy Usage Intensity

230 Corsair

AL:2 Flat Rate (Metered, NehOU)
25,539

517,993

$159,325

61.57
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EUI Building Type
National Average EUI (kBtu/ft2)
Comparison to National Average
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Events at the Stadium are concentrated mainly in the evenings fraBp#n. On weekends, the Stadium
experiences a small spike in demand from Z&am. This spike is most pronourkcia the winter and fall
(Baseball season is typically in the spring). The Stadium maintains-eyeadrbaseload around 31kW.
This baseload accounts for 50%etdctricityconsumed by the Stadium and represents the largest
opportunity for reducingelectricityconsumption. CSE recommends that both the morning peak and
continuous base load be investigated for energy efficiency opportunities.

Basketball/Soccer Restrooms and Office D

The Great Park features four lighted outdoor basketball courts sharingzeewmith nearby restrooms.
The Basketball Courts are available for waikuse from 8am until the park closes at 10pm.

TableA-30. DER Analysis at Great Park Basketball and Soccer Restrooms

Existing Facility Information

Address

Rate Tariff

Square Footage
AnnualElectricityConsumption (kWh)
Average AnnuéttlectricityBill

Annual Gas Consumption (Therms)
Annual Gas Bill

7301 Marine Way

AL:-2 Flat Rate (Metered, NehOU)
3,248

391,547

$144,798
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Energy Usage Intensity

EUI Building Type

National Average EUI (kBtu/ft?)
Comparison to National Average
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Themajority of the demand on the courts comes from lighting, which turns on betwegmn3
seasonally and turn off at 10pm. The sun sets in the summer around 8pm and 5pm in the winter, so
there may be an opportunity for energy efficiency by adjusting the tingontrolling the lighting.

Championship Softball Stadium G

The Great Park features five Softball fields including the Championship Softball StEldeuSoftball
Stadium and fields are accessible for City programs and public reservations. Eventdaditiva 8re

concentrated mainly in the evenings frorfldpm.

TableA-31. DER Analysis at Great Park Softball Stadium G

Existing Facility Information

Address

Rate Tariff

Square Footage
AnnualElectricityConsumption (kWh)
Average AnnudtlectricityBill

Annual Gas Consumption (Therms)

971 Skyhawk

AL:-2 Flat Rate (Metered, NehOU)
7,660

140,703

$52,321

933
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Demand (kW)

Annual Gas Bill $1,194

Energy Usage Intensity 71.61
EUI Building Type Stadium
National Average EUI (kBtu/ft2) 112.0
Comparison to National Average -36%

On weekends, the Stadium experiences a small spike in

demand frorfdmmr his spike is most

pronounced in the winter and fall. The Stadium maintains a-yeand baseload around 10kW. This
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FigureA-38. Load Profiles at Great Park Softball Stadium G
baseload accounts for 61% @kctricityconsumed by the Stadiuand represents the largest
opportunity for reducingelectricityconsumption. CSE recommends that both the morning peak and
continuous base load be investigated for energy efficiency opportunities.

Tennis Facilities H
The Great Park Tennis Center featuaesonference room, ¢
O2dzNIia FNB dzaSR FT2NJ {ARaQ

oncession stand and 25 tennis colins

OF YLlas tSaazyas GSlvyas

championship tournaments. The Championship court has seating for 132 spectators, and allreourts a
lighted. Tennis courts are available from 6dtipm and are available for reservation and diiap
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Demand (kW)

TableA-32. Great Park TenniBacilities H

Tennis H Weekday Load Tennis H Weekend Load
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Existing Facility Information

Address 8250 Great Park Blvd

Rate Tariff AL:2 Flat Rate (Metered, NenhOU)
Square Footage 4,472
AnnualElectricityConsumption (kWh) 257,375

Average AnnudtlectricityBill $60,058

Annual Gag€onsumption (Therms) -
Annual Gas Bill -
Energy Usage Intensity 181.09

City of Irvine DER Implementation Ple 48



EUI Building Type Office
National Average EUI (kBtu/ft?) 116.4
Comparison to National Average +56%

The majority othe demand on the courts comes from lighting, which turns on betwe&pr8

seasonally and turn off at 10pm. The sun sets in the summer around 8pm and 5pm in the winter, so
there may be an opportunity for energy efficiency by adjusting the timing comtgallie lighting. The
nightime demand when the courts are unavailable is fairly high at 22kWrgead, accounting for 28%
of facility energy consumption ($6,822 annually).

HeritagePark

Like the Great Park, Heritage Community park includes sever#idadit a shared area withlarge
open space. Heritage Park may also be best served by an NEM Aggregat8)(hiEwicrogrid

arrangement. Heritage Park has utility service for the Community Center, Child Resource Center, and the
Irvine Fine Arts Center.

TableA-33. Summary of Solar and Storage RecommendationsiatitagePark Sites

Recommended Solar and Community [ Child Resource Fine Arts Total
Storage System Center Center Center

Total Installed Solar 157kWDC 19kWDC 25kWDC 201kW-DC
Additional Battery Energy 28kW, 44KW,
1kW,6 kWh 15kW, 81kWh
Storage System 84kWh 105kWh
Net P Val
et Present Value (2gear o g5 $742 $13,491 $40,218
estimate)
Annual Power Bill savings  $34,057 $3,570 $9,185 $46,812
SimplePayback 10.1 years 10.55 years 9.29 years 9.98 years

Solar needed to offset

. 209kWDC 19kwWDC 112kWDC 340kwWDC
100%electricityusage
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FigureA-40. Solar PV Siting at Heritage Park

TableA-34. Potential Solar Sizing at Heritage Park Sites

PV Installation Type | Area (Sq. ft.) | Estimated System Size (KO

Carport 7,650
2 Carport 9,985 139
3 Carport 3,335 46
4 Carport 5,250 73

Heritage Park Community Center

Heritage Park Community Center is located inside scenic Heritage Community Park, with ample open
park space, lake views, and playground amenities. The center offers a variety of classes to the
community.lt includesa craft bom; gazebo; kitchen; lounge; multipurpose room; picnic shelter; and
nearby baseball, softball, and soccer fieltlse Heritage Park Community Center operates from-9am
9am on weekdays, 9atOpm Saturdays, and noeggpm on Sunday.

TableA-35. DER Analysis at Heritage Park Community Center

Existing Facility Information

Address 14301 Yale Ave.
Rate Tariff TOUGS2-D
Square Footage 11,296
AnnualElectricityConsumption (kWh) 247,775
Average AnnudtlectricityBill $47,199

Annual Gas Consumption (Therms) 436
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Demand (kW)

Annual Gas Bill $638

Energy Usage Intensity 101.24

EUI Building Type Public Social / Meeting Hall
National Average EUI (kBtu/ft2) 109.6

Comparison to National Average -8%

The Heritage Park Community Center operates from-9am on weekdays, 9attOpm Saturdays, and
noon-6pm on Sunday. While the load profile at Heritage does seem to follow the operating hours, it
seems to have an exceptionally large air conditioning load aVeeage daily consumption increases by
150% from winter to summer and increases the daily peak demand from 25kW to 76kW. CSE
recommends examining the temperature setpoints to maintain a reasonable level of cooling in the
warmer months.

Heritage Community Center Heritage Community Center
Weekday Load Weekend Load
80 Winter 70 Winter
e Spring —Cnri
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The historical energy audit also makes a variety of recommendations to lower the HVAC load at
Heritage. Since most of the demand occurs in the daytime, installing solar PV could afseffective
way to offset daytime load.

TableA-36. Heritage Community Center Existing Energy Audit Results by AESC (2011)

Recommendations

1. Program fans to shut down during naperating hours

2. Restore economizer functionality to provide optiumum start/stop control. Add relief hoods ol
motorized louvers to discharge air to optimize economizer function.
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o N o fol

Add demanecontrolled ventilation; reduced heating and cooling when rooms are not used af
capacity

Add lockout to the boiler so that it does not operate when the outside air temperature is aba
70°F

Install variable frequency drives (VFDs) to the AHU fans to modulate air flow rates

Replace exterior wall fixtures and light poles witbre efficient fixtures with photocells.

Retrofit interior lighting throughout the building with more efficient lamps

Install lighting occupancy sensors for rooms not in continuous use throughout the day, such
restrooms and offices

Install atime clock for the fountain pump® shut off during night hours
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Demand (kW)

Child Resource Center (at Heritage Park)

The Child Resource Center (CR&memberbased lending library for families and early childhood
education professional§-heChild Resource Ctar operates from nootvpm MondayThursday and is
closed on weekends.

TableA-37. DER Analysis at Child Resource Center

Existing Facility Information

Address 14341 Yale Avenue
Rate Tariff TOUGSI-E
Square Footage 3,000
AnnualElectricityConsumption (kWh) 29,713
Average AnnudtlectricityBill $5,243
Annual Gas Consumption (Therms) 69

Annual Gas Bill $249
Energy Usage Intensity 35.77

EUI Building Type Library
National Average EUI (kBfi3) 143.6
Comparison to National Average -75%

Demand at the center begins around 5am and continues until 8pm. CSE recommends that lighting and

HVAC schedules at the Center be examined to align more closely with the operating hours. Despite
being closed on weekends, the Center maintains a weekenddbarbund 2kW yearound, accounting
for 14% ofelectricityconsumption at the CenterSince most of the demand at the Center occurs in the
daytime, installing solar PV could be an effective way to offset daytime load.

Child Resource Weekday Load Child Resource Weekend Load
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Demand (kW)

Irvine Fine Arts Center

Thelrvine Fine Arts Center provides art classes, open studio programs, events, and exhibitions for all
ages in fully equipped art studidsvine Fine Arts Center is open from 108pm MondayThursday,
10am5pm Fridays, 9aBpm Saturdays, and closed on Surslay

TableA-38. DER Analysis at Irvine Fine Arts Center

Existing Facility Information

Address 14321 Yale Ave
Rate Tariff TOUGS2-E
Square Footage 17,662
AnnualElectricityConsumption (kWh) 164,617
Average AnnudtlectricityBill $34123

Annual Gas Consumption (Therms) 10,067

Annual Gas Bill $8,946

Energy Usage Intensity 90.33

EUI Building Type Performing Arts
National Average EUI (kBtu/ft?) 112.0
Comparison to Nationaverage -19%

Demand at the Center rurffeom 6am9pm yearround, indicating there may be energy efficiency

opportunities by adjusting HVAC schedules or installing lighting timésstter - £ A 3y ¢gA 0K GKS [/ §
operating hours. The Center also experiences a spike in demand from mi@aighyear-round; CSE

recommends investigating what is causing this unusual spike in demand. Since the largest demand at the
Center occurs in the daytime, installing solar PV could be an effective way to offset daytime load.

Irvine Fine Arts Weekday Load Irvine Fine Arts Weekend Load
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OSF and Animal Care

Due to the proximig of these sites, an NEM aggregate or microgrid model should be considered for the
OSF and Animal Care Center. Note that the future EV charging service at the OSF could also be included
in this system.

TableA-39. Summary of Solaand Storage Recommendations at the OSF/Animal Care Center Site

Recommended Solar and Storage

Animal Care  EV Charging

System

Total Installed Solar 274kWDC 23kW-DC 173kWDC 470kwWDC
gj:t'z:;"a' Batiery Energy SIOrage oy, 70kwh 13kW, 79KWh 24kW, 143kWh 62kW, 292kWh
Net Present Value (2fear estimate) $47,481 $10,041 $50,637 $108,159
Annual Power Bill savings $152,177 $8,201 $45,122 $205,500
Simple Payback 9.75 years 9.82 years 9.15years 9.57 years

0 —
j’;);zreneeded toffset 100%electricity 11, wDC  160kWDC  175kWDC 746KWDC

FigureA-44. Solar PV Siting at OSF and Anlmal Care Center

TableA-40. Potential Solar Sizing at OSF and Animal Care Center Sites

PV Installation Type | Area (Sq. ft.) | Estimated System Size (KO

Carport 2,872
2 Roof 4,583 63
3 Roof 21,573 300
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PV Installation Type | Area (Sq. ft.) | Estimated System Size (KO

4 Carport
5 Roof
6 Roof
7 Carport

Operation Support Facility (OSF)

7,069

6,606 92
7,865 109
7,216 100

The City of Irvine Operational Support Facility houkesDepartment ofPublic Works and provides
fueling and fleet maintenancir City and public vehicleS'he OSF will serve as a hub for electric
vehicle chargingThe OSHoes nothave published hots but according to the historical energy audit,
maintains hours from 7abpm MondayThursday, 7ardpm Fridays, and is closed on weekends.

TableA-41. DERAnalysis at OSF

Existing Facility Information

Address

ExistingGenerator

Rate Tariff

Square Footage
AnnualElectricityConsumption (kWh)
Average AnnudtlectricityBill

Annual Gas Consumption (Therms)
Annual Gas Bill

Energy Usage Intensity

EUI Building Type

OSF Weekday Load
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National Average EUI (kBtu/ft?) 116.4

Comparison to National Average -1%
Load at the OSF begins to pick up betwe&afn yearround, indicating that the suggestion in the
historicalAudit to update the heating and cooling schedules was likely not acted upon. The OSF
maintains an average weekend load of 43kW, accounting fordQfre facilities energy consumption.
This load is also maintained overnight on weekdays. The biggest impact to energy efficiency will be
achieved by addressing this yaaund baseload (68% of total energy consumption). Since the largest
demand at the Ceter occurs in the daytime, installing solar PV could be an effective way to offset
daytime load.

TableA-42. OSF Existing Energy Audits (2015)

Recommendations

1. Update the heating and cooling schedules to run from 7:00a61@0pm.
2. Change the unoccupied temperature setpoints to 55°F for heating and 85°F cooling

3. Replace all exterior lighting with LED. Exterior lighting accounts for 24% of building energy
consumption

Animal Care Center
The Irvine Animal CateSy G SNJ LINP BARS& aKSt GSNAy3I> OFNB>X FyR Sy
yS3ft SOGSRY 0dzaSRY 2N) dzysél yiSR FyAYlfad { SNDAOSa .

and events.

TableA-43. DER Analysis at Animal Catenter

Existing Facility Information

Address 6443 Oak Canyon
Rate Tariff TOUGS2-E
Square Footage 4,995
AnnualElectricityConsumption (kWh) 240,791
Average AnnuétlectricityBill $40,425

Annual Gas Consumption (Therms) 13,298

Annual Gas Bill $11,812

Energy Usage Intensity 434.64

EUI Building Type Veterinary Office
National Average EUI (kBtu/ft2) 145.8
Comparison to National Average +198%
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TheAnimal Care Center has published operating hours of rén on weekdays, and 10a#pm on
weekends, though it has rourtie-clock operation caring for and housing animals. The Center
maintains a consistent load yeasund, with demand beginning around 5aand dropping off at 5pm.
The historical energy audit offers a variety of suggestions for ways to decrease the load fréordadgy
operations at the Center, and CSE suggest following up with these items to verify that they have been
implemented.Since maosof the demand occurs in the daytime, installing solar PV could be an effective
way to offset daytime load.

Demand (kW)

Animal Care Weekday Load Animal Care Weekend Load
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TableA-44. Animal Care Centdexisting Energy Audit by AESC (2013)

Recommendations

1.

Install reduced wattage lighting, reduce the number of lamps, and install lighting reflector kit
the Administration Building, Small Animal Intake, and dog kennels

Install interior lightingpoccupancy sensoia each of the Animal Care Center buildings
Upgrade the HVAC in the Admin and Small Animal Intake by installing Indirect Evaporative
and repairing the existing economizer.

Adjust Thermostat Setpointa the Admin and Small Anirhintake: 68°H4°F when occupied ant
64°F78°F when unoccupied

Remove the 8%allon electric water heater and replace it with the-gallon unit being removed
from the dog kennel

Install a new control system to manage the furnace, exhaust fansaatodnatic windows in the
dog kennels

Install tankless gas water heatierthe eastern dog kennel
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Civic Centeand ICDC

Due to the proximity of these sites, an NEM aggregate or microgrid model should be considered for the
Irvine Civic Centeaand Irvine Child Development Cent¢iCDC)

TableA-45. Summary of Solar and Storage Recommendations at@iic Center and ICD@eS

Recommended Solar and Storage Syste Irvine Civic Cente ICDC

Total Installed Solar 124kwWDC 11kW-DC 135kw
Additional Battery Energy Storage Systel 68kW, 200kWh  8kW, 42kWh  76kW, 242kWh
Net Present Value (2fear estimate) $57,266 $5,535 $62,801
Annual Power Bill savings $37,819 $4,161 $41,980
Simple Payback 8.3 years 9.62years 8.96 years
js;zre needed to offset 100&tectricity 2 204KWDC 50kWDC 2 353KWDC

FigureA-47. Solar PV Siting at Civic Center and ICDC Site

TableA-46. Potential PV Sizing at Civ@enter and ICDC Sites

PV Installation Type | Area (Sq. ft.) | Estimated System Size (KO

Carport 51860
2 Roof 20680 287

Irvine Civic Center
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